HK PBA
Aksialais virzulsuknis ar slipu asi HANSA[/FLEX

Tpadibas

Modelis Konstants suknis
Viton blivéjumi
Ellas nopludes savienojums G 3/8"

Vitnes spiediena pusé G 3/4" idz 63 VFU ccm
G 1" sakot ar 80 VFU ccm

Vitnes ieslkSanas pusé G 3/4" lidz 63 VFU ccm
G 1" sakot ar 80 VFU ccm

Piegades apjoms ar iestcéjiemavam un parbaudes $lateni

Apraksts

Fixed displacement pump — hole pattern 80 x 80 — dia. 80 — shaft 8x32x16 ISO 14 — threaded fitting

Suction socket @ 51.8 mm for HK PBA *** 51SF,

Suction socket @ 64.5 mm for HK PBA *** 64SF

Changing rotational direction can be done by changing the setting screw and suction socket. Details can be found in the accompanying instructions.

Izstradajums
Apziméjums Apgriezienu skaits  Apgriezienu skaits A GrieSanas

min. max. virziens

(rpm) (rpm)
HKPBAO05L 8051SF 5 350 400 500 3300 195 104 76 108 Pa kreisi 54 8,7
HKPBAO012L 8051SF 12 350 400 500 3100 195 104 76 108  Pa kreisi 54 9,4
HKPBA018L 8051SF 18 350 400 500 2900 195 104 76 108 Pakreisi 54 9,4
HKPBA025L8051SF 25 350 400 500 2700 195 104 76 108 Pakreisi 54 10,0
HKPBA032L8051SF 32 350 400 500 2700 202 108 82 108 Pakreisi 54 11,0
HKPBA 040 L 8051 SF 40 350 400 500 2500 202 108 82 108 Pakreisi 54 11,0
HKPBA050L 8051SF 50 350 400 500 2500 215 118 94 108 Pakreisi 54 11,5
HKPBA 056 L 8051SF 56 350 400 500 2300 215 118 94 108 Pakreisi 54 12,0
HKPBA 063 L 8051SF 63 350 400 500 2300 215 118 94 108  Pa kreisi 54 12,0
HKPBAO080L8051SF 80 350 400 500 2100 242 132 104 122 Pakreisi 60 15,5
HKPBA 080 L8064 SF 80 350 400 500 2100 242 132 104 122 Pakreisi 60 15,5
HKPBA 108 L 8051 SF 108 350 400 500 1900 242 132 105 122 Pakreisi 60 16,0
HKPBA 108 L 8064 SF 108 350 400 500 1900 242 132 105 122 Pakreisi 60 16,0
HKPBA 130 LR80518SF 130 350 400 500 1750 242 132 105 122 Reversivs 60 17,0
HKPBA 130 LR80 64 SF 130 350 400 500 1750 242 132 105 122 Reversivs 60 17,0

p2 = darba spiediens — p3 = augstakais spiediens

Neskatoties uz ripigu parbaudi, més nevaram izslégt klddas un negarantéjam ieklautas informacijas pareizibu.
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