
K-WV 3/2 5/2 NAMUR LB LF
3/2- and 5/2-way spool valves with NAMUR style interface and air
spring

Hoewel wij zeer zorgvuldig te werk gaan, kunnen wij fouten niet volledig uitsluiten en daarom niet aansprakelijkheid gesteld worden voor de vermelde gegevens.
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Eigenschappen
Middelen Air, neutral gases (filtered)
Werkdruk 1.5 to 10 bar (552.11 and 552.12); 2.5 to 10

bar (552.21 and 552.22)
Bedrijfstemperatuur -20 °C to +50 °C
Aansluiting 1 - 3 G 1/4 (Port 1), G 1/4 (Port 3 and 5)
Aansluiting 1/3 + 5 G 1/4 (Port 1), G 1/4 (Port 3 and 5)
Elektrische aansluiting Plug connector PG 9
Bij de levering inbegrepen Plug connector PG 9, conversion plate, screws

and seal
Opgenomen vermogen 3 W=/5 VA~
Behuizing Anodised aluminium
Schuif Stainless steel
Afdichtmateriaal NBR

Aanwijzing
Andere gegevens op aanvraag.

Beschrijving
Pilot-operated 3/2- and 5/2-way spool valves with threaded ports and a NAMUR style interface with air purging function. By adding the conversion plate
supplied with each valve, the device can be adapted to 3/2-way function.
Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more
information.
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 (L/min)
K- 07 15 00 13
K- 07 15 00 14

230 V, 50 Hz
24 V DC

G 1/4
G 1/4

G 1/4
G 1/4

7
7

1250
1250


