
K-H-LP TYPHOON PRO
High-volume blow gun »Typhoon pro«

Mimo starannego sprawdzenia nie możemy wykluczyć błędów i nie gwarantujemy prawidłowości podanych informacji.
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Właściwości
Ciśnienie robocze maks. 10 bar
dysza Chrome-plated brass
dysze i przedłużenia Thread 1/2" - 27 UNS
Obudowa Chrome-plated aluminium
dźwignia ręczna Die-cast zinc

Wskazówka
Dalsze informacje na zapytanie.

Opis
Steplessly adjustable and ergonomically optimised high-volume blow gun in full metal housing with exceptionally high blowing power. The »Typhoon
pro« model, which achieves approximately three times the blowing power of conventional guns, rests comfortably and securely in the hand even when
full pressure is applied. Resistant to chemicals and chemical solvents, with a chrome-plated surface for easy cleaning!

Artykuł
Oznaczenie Przyłącze
 

K- 07 10 00 28
K- 07 10 00 29
K- 07 10 00 30
K- 07 10 00 31

Stem, I.D. 6
Stem, I.D. 9
Stem, I.D. 13
connection nipples for coupling NW 7,2

Akcesoria
K-ZUBEH TYPHOON LP Accessories for Typhoon high-volume blow guns


