K-VT VARIBLOC
Ball valves HANSAVFLEX

Wiasciwosci A
odgatezienia 4 (all sealed at delivery)

Outlets for G 1/2and G 3/4  Top / bottom G 3/8 / G 1/2, Front / back G 1/4

OutletsforG1/4and G3/8  Top / bottom G 3/8, Front / back G 1/4 : :
pomiar warto$ci przeptywu At P1 = 6 bar and pressure drop Ap = 1 bar )

Wskazéwka

Dalsze informacje na zapytanie.

Opis
For removing unlubricated air when the manifold is flanged on upstream of the oil-mist lubricator. An integrated non-return valve prevents oil inflow
from the oil-mist lubricator or the line.

Artykut
Oznaczenie Gwint Przeptyw A B
(L/min) (mm)

K- 07 25 11 99 G 1/4 900 48,0 44,0 mm
K- 07 25 12 00 G 3/8 900 48,0 44,0 mm
K- 07 2512 01 G1/2 4000 70,0 56,0 mm
K- 07 25 12 02 G 3/4 5000 70,0 56,0 mm
K- 07 25 12 03 G1 5000 124,0 56,0 mm

Mimo starannego sprawdzenia nie mozemy wykluczy¢ btedow i nie gwarantujemy prawidiowosci podanych informacji.
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