
K-VORFILTER M MANO
Pre-filters with differential pressure gauge

Mimo starannego sprawdzenia nie możemy wykluczyć błędów i nie gwarantujemy prawidłowości podanych informacji.
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Właściwości
Ciśnienie wejściowe Min. 4 bar, Max. 16 bar
zakres wskazywania manometru różnicowego 0 - 2 bar
obudowa, zbiornik filtra Aluminium
temperatura otoczenia +5 °C to +60 °C
Dokładność filtra 2,00 μm
oddzielanie cząstek 2 μm
sprawność 99.99 %
wkład do filtra Polyethylene (with 45% cavity)
pomiar wartości przepływu At P1 = 6 bar and pressure drop Δp =

0.5%

Wskazówka
Dalsze informacje na zapytanie.

Opis
Suitable for all applications where the standard centrifugal separators do not afford the desired efficiency. The pre-filters and micro-filters are
equipped with an automatic drain valve. All devices can be supplied with or without a differential pressure gauge. The differential pressure gauge
indicates the degree of contamination of the filter element as a function of the pressure drop.

Artykuł
Oznaczenie Gwint Przepływ A B1 B2 C D 
 (L/min) (mm) (mm) (mm) (mm) (mm)
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K- 07 25 12 88
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K- 07 25 12 92
K- 07 25 12 93
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G 1/2
G 3/4
G 1
G 1 1/4
G 1 1/2
G 2
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1000
1000
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118,0

407,0
407,0
407,0
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592,0
692,0
882,0

335,0
335,0
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405,0
420,0
520,0
620,0
810,0

57,0
57,0
57,0
57,0
72,0
72,0
72,0
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353,0
353,0
353,0
493,0
458,0
658,0
858,0
1238,0

Części zamienne
K-FILTERELEMENT SONDER Filter element
K-VERBINDUNGELEMENTE SOND Connecting sets
K-HALTERBAUSATZ Holder
K-DIFFERENZDRUCKMANOMETER Differential pressure gauge
K-AUTOMAT ABLASSVENTIL Automatic drain valve


