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Właściwości
Czynniki robocze Filtered, unlubricated or lubricated compressed

air. If lubrication is used, it must be  continuous.
Ciśnienie pracy 1 - 10 bar (double-acting); 2 - 10 bar (single-

acting)
Zakres temperatury -20 °C to +70 °C
tłoczysko Stainless steel 1.4301
Wykonanie Type "CA" = ground cover with threaded pin -

swivel design
Type "CM" = ground cover with threaded pin
round - swivel design

tłok Stainless steel 1.4305 (8 to 12 mm); Alu (16 to
40 mm)

Materiał uszczelniający NBR
rura walcowa Stainless steel 1.4301

Wskazówka
Dalsze informacje na zapytanie.

Opis
Series "MSI" single-acting, pressureless retraction, Ø 8 - 40

Artykuł
Oznaczenie Ø tłok Skok Wykonanie Ø tłoczysko Gwint zewnętrzny tłoczyska
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Artykuł
Oznaczenie Ø tłok Skok Wykonanie Ø tłoczysko Gwint zewnętrzny tłoczyska
 (mm) (mm)
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Akcesoria
K-FUSSBEFESTIGUNG TYP LB 1 Foot model, »LB« type
K-FLANSCHBEFESTIGUNG TYP FA3 Flange model, »FA« type
K-SCHWENKLAGER TYP SDB Counter-hinge model, »SDB« type
K-SCHWENKGABELBEFESTIG TC Hinge head model, »TC« type
K-GABELKOEPFE TYP Y 1 Fork model, »Y« type
K-GELENKAUGEN TYP UNIT 1 Rod eye model, »UNIT« type
K-SENSOREN CS1 RD MIT STECKER Sensors »CS1« type, cable with M8 plug
K-SENSOREN CS1 RD OHNE STECKER Sensors »CS1« type, cable without plug


