
K-DROSSELPLATT NAMUR VENTIL
Flow regulators for NAMUR valves

Mimo starannego sprawdzenia nie możemy wykluczyć błędów i nie gwarantujemy prawidłowości podanych informacji.
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Właściwości
Czynniki robocze Air, neutral gases, filtered
Ciśnienie pracy 0.5 to 10 bar
Temperatura robocza -20 °C to +70 °C
zawarte w zakresie dostawy 1 coding pin (not for K-07152240), 2 O-rings,

2 fixing screws
Obudowa Aluminium, anodised
Materiał Uszczelka: NBR
Materiał uszczelniający NBR

Wskazówka
Dalsze informacje na zapytanie.

Opis
Block-form flow regulator as an intermediate plate between the control valve and actuator acc. to the G 1/4 NAMUR standard. 3/2-way flow regulators:
Independent regulation of the forward and return strokes of a single-acting pneumatic actuator. 5/2-way flow regulators: Regulation of the forward and
return strokes of a double-acting pneumatic actuator.

Artykuł
Oznaczenie Funkcja napęd DN Przepływ 
 (L/min)

K- 07 15 22 39
K- 07 15 22 40
K- 07 15 22 41
K- 07 15 22 42

3/2-way
3/2-way
5/2-way
5/2-way

Knurled Screw
Screwdriver
Knurled Screw
Screwdriver

5
5
5
5

650
650
650
650


