K-WTEH 2-TLG PC SCHU VARIOBLOC
Service units, 2-piece with polycarbonate bowl and bowl guard HANSA[/ FLEX

WiasciwosSci , A
Cis$nienie wejsciowe Max. 16 bar (polycarbonate bowl), Max.
20 bar (metal bowl) ﬂ c
Temperatura czynnika max. 50 °C ; =
temperatura otoczenia Max. 50 °C (polycarbonate bowl), Max. >> f—
80 °C (metal bowl) = fo o]
Iko§¢é poréw w el ie filtrujacym 40 um B ¥ w
Materiat uszczelniajgcy NBR .
kotpak sprezynujacy POM |
Obudowa Die-cast zinc j
Przepona NBR -
nasadka ociekowa PA
Drain valve Manual

pomiar warto$ci przeptywu At P1 = 10 bar, P2 = 6 bar and pressure
drop Ap =1 bar

Wskazéwka

Dalsze informacje na zapytanie.

Opis

Two or three-piece service units consisting of a reversible diaphragm pressure regulator, independent of inlet pressure, with self-relieving design,
combined with a centrifugal separator and a proportional lubricator. Approved series in modern industrial design, with the following key benefits:
Simple handling, Convenient modular assembly thanks to innovative fasteners, Excellent flow values.

Wskazéwki do zaméwienia

Service units are also available with bowl guard or metal bowl. Service units are also available in other control ranges (0.5 - 6 bar and 0.5 - 16
bar) and in lockable version. Please ask for more information.

Dodatkowe informacje
Service units are also available with bowl guard or metal bowl. Service units are also available in other control ranges.

Artykut
Oznaczenie Gwint Zakres regulacji Przeptyw A B C
(L/min) (mm) (mm)
K- 07 25 22 81 G1/4 0.5 - 10 bar 1500 96,0 203,0 mm 68,0
K- 07 25 22 80 G 3/8 0.5 - 10 bar 1800 96,0 203,0 mm 68,0
K- 07 2522 79 G1/2 0.5 - 10 bar 3400 140,0 273,0 mm 98,0
K- 07 2522 78 G 3/4 0.5-10 bar 5000 140,0 273,0 mm 98,0
K- 07 252277 G1 0.5-10 bar 5000 194,0 273,0 mm 98,0

Mimo starannego sprawdzenia nie mozemy wykluczy¢ btedow i nie gwarantujemy prawidiowosci podanych informacji.
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