W90 AN HN
Conexao roscada, angulo 90° HANSA[/FLEX

Caracteristicas
Conexéo 1 Rosca fémea NPT (NPSM)

Tipo de vedacgéao 1 Cone externo 60°

Conexao 2 Rosca externa NPT

Tipo de vedagdo 2  vedagao roscada

Tipo Adaptador rosca macho
Modelo Angulo de 90°
Material Acgo

Protecdo de superficie  com revestimento galvanizado

Artigo
Descrigao G1 G2 Sl S1
(mm)

W90 AN 02 HN 1/8" -27 NPT 1/8" -27 NPT 11 14
W90 AN 04 HN 02 1/4" -18 NPT 1/8" -27 NPT 14 18
W90 AN 04 HN 1/4" -18 NPT 1/4" -18 NPT 14 18
W90 AN 04 HN 06 1/4" -18 NPT 3/8" -18 NPT 19 18
W90 AN 04 HN 08 1/4" -18 NPT 1/2" -14 NPT 19 18
W90 AN 06 HN 04 3/8" -18 NPT 1/4" -18 NPT 19 22
W90 AN 06 HN 3/8" -18 NPT 3/8" -18 NPT 19 22
W90 AN 06 HN 08 3/8" -18 NPT 1/2" -14 NPT 22 22
W90 AN 06 HN 12 3/8" -18 NPT 3/4" -14 NPT 25 22
W30 AN 08 HN 06 1/2" -14 NPT 3/8" -18 NPT 22 25
W90 AN 08 HN 1/2" -14 NPT 1/2" -14 NPT 22 25
W90 AN 08 HN 12 1/2" -14 NPT 3/4" -14 NPT 27 25
W90 AN 12 HN 08 3/4" -14 NPT 1/2" -14 NPT 27 32
W90 AN 12 HN 3/4" -14 NPT 3/4" -14 NPT 27 32
W90 AN 12 HN 16 3/4" -14 NPT 1"-11,5 NPT 33 32
W90 AN 16 HN 12 1"-11,5 NPT 3/4" -14 NPT 33 38
W90 AN 16 HN 1"-11,5 NPT 1"-11,5 NPT 33 38
W90 AN 20 HN 1.1/4" -11,5 NPT 1.1/4" -11,5 NPT 41 48
W90 AN 20 HN 24 1.1/4" -11,5 NPT 1.1/2" -11,5 NPT 48 48
W90 AN 24 HN 1.1/2"-11,5 NPT 1.1/2" -11,5 NPT 48 54
W90 AN 32 HN 2"-11,5NPT 2" -11,5 NPT 64 67

SW, S1, S2 = tamanho da chave

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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