HK HM
Cilindro padrao de acao dupla sem fixacoes HANSA[/FLEX

Caracteristicas
Modelo without mounting elements

Press&o operacional  max. 200 bar (conforme a DIN EN 982)

Presséo de ensaio  max. 240 bar (conforme a DIN EN 982)

Faixa de temperatura  Modelo padrao -15 °C até +80 °C

Fluidos Fluidos HLP
Material Haste do émbolo: Ago 20MnV6, cromo 25 micra
+/-5

Haste do émbolo: 120 horas de resisténcia no
teste NSS segundo a norma ISO 3768

Guia da haste do émbolo: Ago 9SMn28

Bocal para conexao de 6leo: Aco 9SMn28

Tubo cilindrico polido: ST 52.3 DIN 2393-ISO H9
Fundo de cilindro: FE 510-A105

Porca: Ago 8UNI EN20898/2

Junta TPM: NBR

Embolo: Ago 9SMn28

Junta OR: NBR Fluorosil Viton

Junta TSE-TTS-TTI/L: NBR + tecido / poliuretano
Junta GHM-GHK: NBR / poliuretano

Nota

Velocidade do émbolo em relagéo as juntas padrao: Max. 25m/min - 0,42m/seg.

Velocidade do émbolo nas posigdes finais: Max. 6m/min - 0,10m/seg.

For these standard cylinders, it is recommended not to weld any fastenings to the cylinder liner (e.g. cardan mountings) as this could distort it.

Descrigao

Our hydraulic cylinders and their components are designed for standard applications in industry and agriculture. They can be used only in some
circumstances for applications in construction machinery. If this is your intention, please contact our technical personnel. The cylinders conform to
the technical specifications in the catalogue or are designed to customers' specifications (approval drawing).

Por favor, quando da selegéo, processamento e utilizagéo dos cilindros observe as especificagdes predefinidas

da norma EN ISO 4413 - Requisitos técnicos de seguranga para equipamentos de tecnologia de fluidos

e seus componentes construtivos e requisitos de seguranga conforme as prescri¢cdes

legais.
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HK HM 01 20 0100 50 40 20 100 230 22,0 Rosca 1/4" 40 23 2,27
HK HM 01 20 0150 50 40 20 150 280 22,0 Rosca 1/4" 40 23 2,67
HK HM 01 20 0200 50 40 20 200 330 22,0 Rosca 1/4" 40 23 3,05
HK HM 01 20 0250 50 40 20 250 380 22,0 Rosca 1/4" 40 23 3,45
HK HM 01 20 0300 50 40 20 300 430 22,0 Rosca 1/4" 40 23 3,85
HK HM 01 20 0350 50 40 20 350 480 22,0 Rosca 1/4" 40 23 4,27
HK HM 01 20 0400 50 40 20 400 530 22,0 Rosca 1/4" 40 23 4,65
HK HM 01 20 0450 50 40 20 450 580 22,0 Rosca 1/4" 40 23 5,08
HK HM 01 20 0500 50 40 20 500 630 22,0 Rosca 1/4" 40 23 5,49
HK HM 01 25 0100 50 40 25 100 230 22,0 Rosca 1/4" 40 23 2,75
HK HM 01 25 0150 50 40 25 150 280 22,0 Rosca 1/4" 40 23 2,95
HK HM 01 25 0200 50 40 25 200 330 22,0 Rosca 1/4" 40 23 3,39
HK HM 01 25 0250 50 40 25 250 380 22,0 Rosca 1/4" 40 23 3,85
HK HM 01 25 0300 50 40 25 300 430 22,0 Rosca 1/4" 40 23 4,32
HK HM 01 25 0350 50 40 25 350 480 22,0 Rosca 1/4" 40 23 4,79
HK HM 01 25 0400 50 40 25 400 530 22,0 Rosca 1/4" 40 23 5,26
HK HM 01 25 0450 50 40 25 450 580 22,0 Rosca 1/4" 40 23 5,72
HK HM 01 25 0500 50 40 25 500 630 22,0 Rosca 1/4" 40 23 6,20
HK HM 01 25 0550 50 40 25 550 680 22,0 Rosca 1/4" 40 23 6,60
HK HM 01 25 0600 50 40 25 600 730 22,0 Rosca 1/4" 40 23 713
HK HM 02 25 0100 60 50 25 100 240 22,0 Rosca 3/8" 43 26 3,29
HK HM 02 25 0150 60 50 25 150 290 22,0 Rosca 3/8" 43 26 3,83
HK HM 02 25 0200 60 50 25 200 340 22,0 Rosca 3/8" 43 26 4,34
HK HM 02 25 0250 60 50 25 250 390 22,0 Rosca 3/8" 43 26 4,85
HK HM 02 25 0300 60 50 25 300 440 22,0 Rosca 3/8" 43 26 5,35
HK HM 02 25 0350 60 50 25 350 490 22,0 Rosca 3/8" 43 26 5,94
=i
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HK HM 02 25 0400 60 50 25 400 540 22,0 Rosca 3/8" 43 26 6,40
HK HM 02 25 0450 60 50 25 450 590 22,0 Rosca 3/8" 43 26 7,30
HK HM 02 25 0500 60 50 25 500 640 22,0 Rosca 3/8" 43 26 7,43
HK HM 02 25 0550 60 50 25 550 690 22,0 Rosca 3/8" 43 26 8,06
HK HM 02 25 0600 60 50 25 600 740 22,0 Rosca 3/8" 43 26 8,46
HK HM 02 25 0800 60 50 25 800 940 22,0 Rosca 3/8" 43 26 10,71
HK HM 02 25 1000 60 50 25 1000 1140 22,0 Rosca 3/8" 43 26 12,87
HK HM 02 30 0150 60 50 30 150 290 22,0 Rosca 3/8" 43 26 4,11
HK HM 02 30 0200 60 50 30 200 340 22,0 Rosca 3/8" 43 26 4,74
HK HM 02 30 0250 60 50 30 250 390 22,0 Rosca 3/8" 43 26 5,35
HK HM 02 30 0300 60 50 30 300 440 22,0 Rosca 3/8" 43 26 5,97
HK HM 0230 0350 60 50 30 350 490 22,0 Rosca 3/8" 43 26 6,55
HK HM 02 30 0400 60 50 30 400 540 22,0 Rosca 3/8" 43 26 7,20
HK HM 02 30 0450 60 50 30 450 590 22,0 Rosca 3/8" 43 26 7,80
HK HM 02 30 0500 60 50 30 500 640 22,0 Rosca 3/8" 43 26 8,42
HK HM 02 30 0550 60 50 30 550 690 22,0 Rosca 3/8" 43 26 9,04
HK HM 02 30 0600 60 50 30 600 740 22,0 Rosca 3/8" 43 26 9,64
HK HM 02 30 0800 60 50 30 800 940 22,0 Rosca 3/8" 43 26 12,10
HK HM 02 30 1000 60 50 30 1000 1140 22,0 Rosca 3/8" 43 26 14,57
HK HM 03 30 0100 70 60 30 100 260 23,0 Rosca 3/8" 50 30 4,82
HK HM 03 30 0150 70 60 30 150 310 23,0 Rosca 3/8" 50 30 5,55
HK HM 03 30 0200 70 60 30 200 360 23,0 Rosca 3/8" 50 30 6,20
HK HM 03 30 0250 70 60 30 250 410 23,0 Rosca 3/8" 50 30 6,87
HK HM 03 30 0300 70 60 30 300 460 23,0 Rosca 3/8" 50 30 7,55
HK HM 03 30 0350 70 60 30 350 510 23,0 Rosca 3/8" 50 30 8,20
HK HM 03 30 0400 70 60 30 400 560 23,0 Rosca 3/8" 50 30 8,90
HK HM 03 30 0450 70 60 30 450 610 23,0 Rosca 3/8" 50 30 9,53
HK HM 03 30 0500 70 60 30 500 660 23,0 Rosca 3/8" 50 30 10,25
HK HM 03 30 0550 70 60 30 550 710 23,0 Rosca 3/8" 50 30 10,83
HK HM 03 30 0600 70 60 30 600 760 23,0 Rosca 3/8" 50 30 11,60
HK HM 03 30 0800 70 60 30 800 960 23,0 Rosca 3/8" 50 30 14,26
HK HM 03 30 1000 70 60 30 1000 1160 23,0 Rosca 3/8" 50 30 17,00
HK HM 03 350100 70 60 35 100 260 23,0 Rosca 3/8" 50 30 5,07
HK HM 03 350150 70 60 35 150 310 23,0 Rosca 3/8" 50 30 5,85
HK HM 03 350200 70 60 35 200 360 23,0 Rosca 3/8" 50 30 6,60
HK HM 03 35 0250 70 60 35 250 410 23,0 Rosca 3/8" 50 30 7,40
HK HM 03 350300 70 60 35 300 460 23,0 Rosca 3/8" 50 30 8,15
HK HM 03 350350 70 60 35 350 510 23,0 Rosca 3/8" 50 30 8,94
HK HM 03 350400 70 60 35 400 560 23,0 Rosca 3/8" 50 30 9,72
HKHM 03 350450 70 60 35 450 610 23,0 Rosca 3/8" 50 30 10,47
HK HM 03 350500 70 60 35 500 660 23,0 Rosca 3/8" 50 30 11,25
HK HM 03 350550 70 60 35 550 710 23,0 Rosca 3/8" 50 30 12,00
HK HM 03 350600 70 60 35 600 760 23,0 Rosca 3/8" 50 30 12,81
HK HM 03 35 0800 70 60 35 800 960 23,0 Rosca 3/8" 50 30 15,87
HK HM 03 35 1000 70 60 35 1000 1160 23,0 Rosca 3/8" 50 30 18,93
HK HM 03 40 0200 70 60 40 200 360 23,0 Rosca 3/8" 50 30 7,25
HK HM 03 40 0250 70 60 40 250 410 23,0 Rosca 3/8" 50 30 8,14
HK HM 03 40 0300 70 60 40 300 460 23,0 Rosca 3/8" 50 30 9,03
HK HM 03 40 0350 70 60 40 350 510 23,0 Rosca 3/8" 50 30 9,90
HK HM 03 40 0400 70 60 40 400 560 23,0 Rosca 3/8" 50 30 10,79
HK HM 03 40 0450 70 60 40 450 610 23,0 Rosca 3/8" 50 30 11,64
HK HM 03 40 0500 70 60 40 500 660 23,0 Rosca 3/8" 50 30 12,52
HK HM 03 40 0550 70 60 40 550 710 23,0 Rosca 3/8" 50 30 13,45
HK HM 03 40 0600 70 60 40 600 760 23,0 Rosca 3/8" 50 30 14,30
HK HM 03 40 0800 70 60 40 800 960 23,0 Rosca 3/8" 50 30 17,82
HK HM 03 40 1000 70 60 40 1000 1160 23,0 Rosca 3/8" 50 30 21,40
HK HM 04 30 0200 80 70 30 200 360 23,0 Rosca 3/8" 50 33 7,50
HK HM 04 350100 80 70 35 100 260 23,0 Rosca 3/8" 50 33 6,09
—
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HK HM 04 350150 80 70 35 150 310 23,0 Rosca 3/8" 50 33 6,95
HK HM 04 35 0200 80 70 35 200 360 23,0 Rosca 3/8" 50 33 7,74
HK HM 04 350250 80 70 35 250 410 23,0 Rosca 3/8" 50 33 8,60
HK HM 04 350300 80 70 35 300 460 23,0 Rosca 3/8" 50 33 9,40
HK HM 04 350350 80 70 35 350 510 23,0 Rosca 3/8" 50 33 10,26
HK HM 04 350400 80 70 35 400 560 23,0 Rosca 3/8" 50 33 11,00
HK HM 04 350450 80 70 35 450 610 23,0 Rosca 3/8" 50 33 11,88
HK HM 04 35 0500 80 70 35 500 660 23,0 Rosca 3/8" 50 33 12,60
HK HM 04 35 0550 80 70 35 550 710 23,0 Rosca 3/8" 50 33 13,66
HK HM 04 35 0600 80 70 35 600 760 23,0 Rosca 3/8" 50 33 14,20
HK HM 04 350800 80 70 35 800 960 23,0 Rosca 3/8" 50 33 17,56
HK HM 04 35 1000 80 70 35 1000 1160 23,0 Rosca 3/8" 50 33 21,26
HK HM 04 40 0100 80 70 40 100 260 23,0 Rosca 3/8" 50 33 8,20
HK HM 04 40 0200 80 70 40 200 360 23,0 Rosca 3/8" 50 33 8,20
HK HM 04 40 0250 80 70 40 250 410 23,0 Rosca 3/8" 50 33 9,26
HK HM 04 40 0300 80 70 40 300 460 23,0 Rosca 3/8" 50 33 10,24
HK HM 04 40 0350 80 70 40 350 510 23,0 Rosca 3/8" 50 33 11,20
HK HM 04 40 0400 80 70 40 400 560 23,0 Rosca 3/8" 50 33 12,80
HK HM 04 40 0450 80 70 40 450 610 23,0 Rosca 3/8" 50 33 13,11
HK HM 04 40 0500 80 70 40 500 660 23,0 Rosca 3/8" 50 33 14,01
HK HM 04 40 0550 80 70 40 550 710 23,0 Rosca 3/8" 50 33 15,10
HK HM 04 40 0600 80 70 40 600 760 23,0 Rosca 3/8" 50 33 15,99
HK HM 04 40 0800 80 70 40 800 960 23,0 Rosca 3/8" 50 33 19,73
HK HM 04 40 1000 80 70 40 1000 1160 23,0 Rosca 3/8" 50 33 23,51
HK HM 05 40 0200 92 80 40 200 380 25,0 Rosca 1/2" 60 35 11,08
HK HM 05 40 0250 92 80 40 250 430 25,0 Rosca 1/2" 60 35 12,22
HK HM 05 40 0300 92 80 40 300 480 25,0 Rosca 1/2" 60 35 13,36
HK HM 05 40 0400 92 80 40 400 580 25,0 Rosca 1/2" 60 35 15,56
HK HM 05 40 0500 92 80 40 500 680 25,0 Rosca 1/2" 60 35 17,77
HK HM 05 40 0600 92 80 40 600 780 25,0 Rosca 1/2" 60 35 19,98
HK HM 05 40 0800 92 80 40 800 980 25,0 Rosca 1/2" 60 35 24,50
HK HM 05 40 1000 92 80 40 100 1180 25,0 Rosca 1/2" 60 35 29,03
HK HM 05 50 0200 92 80 50 200 380 25,0 Rosca 1/2" 60 35 12,35
HK HM 05 50 0250 92 80 50 250 430 25,0 Rosca 1/2" 60 35 13,73
HK HM 05 50 0300 92 80 50 300 480 25,0 Rosca 1/2" 60 35 15,15
HK HM 05 50 0400 92 80 50 400 580 25,0 Rosca 1/2" 60 35 17,93
HK HM 05 50 0500 92 80 50 500 680 25,0 Rosca 1/2" 60 35 20,71
HK HM 05 50 0600 92 80 50 600 780 25,0 Rosca 1/2" 60 35 23,49
HK HM 05 50 0800 92 80 50 800 980 25,0 Rosca 1/2" 60 35 29,50
HK HM 05 50 1000 92 80 50 100 1180 25,0 Rosca 1/2" 60 35 35,00
HK HM 06 50 0200 115 100 50 200 410 25,0 Rosca 1/2" 82 38 19,50
HK HM 06 50 0250 115 100 50 250 460 25,0 Rosca 1/2" 82 38 21,50
HK HM 06 50 0300 115 100 50 300 510 25,0 Rosca 1/2" 82 38 23,00
HK HM 06 50 0400 115 100 50 400 610 25,0 Rosca 1/2" 82 38 26,50
HK HM 06 50 0500 115 100 50 500 710 25,0 Rosca 1/2" 82 38 30,00
HK HM 06 50 0600 115 100 50 600 810 25,0 Rosca 1/2" 82 38 33,50
HK HM 06 50 0800 115 100 50 800 1010 25,0 Rosca 1/2" 82 38 40,50
HK HM 06 50 1000 115 100 50 1000 1210 25,0 Rosca 1/2" 82 38 47,50
HK HM 06 60 0300 115 100 60 300 510 25,0 Rosca 1/2" 82 38 25,50
HK HM 06 60 0400 115 100 60 400 610 25,0 Rosca 1/2" 82 38 29,50
HK HM 06 60 0500 115 100 60 500 710 25,0 Rosca 1/2" 82 38 33,50
HK HM 06 60 0600 115 100 60 600 810 25,0 Rosca 1/2" 82 38 37,50
HK HM 06 60 0800 115 100 60 800 1010 25,0 Rosca 1/2" 82 38 46,00
HK HM 06 60 1000 115 100 60 1000 1210 25,0 Rosca 1/2" 82 38 54,50

@ A = diametro do émbolo — @ S = didmetro da haste de émbolo
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