DSR U
Raspador duplo, DSR-U HANSA[/FLEX

Caracteristicas

Tipo Raspador

Velocidade de deslizamento max. 0,5m/s

Temperatura min. -30°C

Temperatura max. 110 °C Toleranz { Tolerance
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Fluidos Oleos minerais +0,20 +0,20
Emulsbes de agua LU IS LU I L N L S

Montagem Deformar raspador em forma de rim e
encaixar na ranhura de insergao

Aplicagao Hidraulica

Material NBR

Descrigao

facil montagem.

Artigo

Descrigao

3 M
3 I

DSR 10-U 18 10 4,0 16 13,5 6,0 2 8
DSR 12-U 20 12 4,0 18 15,5 6,0 2 8
DSR 14-U 22 14 4,0 20 17,5 6,0 2 8
DSR 15-U 23 15 4,0 21 18,5 6,0 2 8
DSR 16-U 24 16 4,0 22 19,5 6,0 2 8
DSR 18-U 26 18 4,0 24 21,5 6,0 2 8
DSR 20-U 28 20 4,0 26 23,5 6,0 2 8
DSR 22-U 30 22 4,0 28 25,5 6,0 2 8
DSR 24-U 32 24 4,0 30 27,5 6,0 2 8
DSR 25-U 33 25 4,0 31 28,5 6,0 2 8
DSR 28-U 36 28 4,0 34 31,5 6,0 2 8
DSR 30-U 38 30 4,0 36 33,5 6,0 2 8
DSR 32-U 40 32 4,0 38 35,5 6,0 2 8
DSR 35-U 43 35 4,0 M 38,5 6,0 2 8
DSR 36-U 44 36 4,0 42 39,5 6,0 2 8
DSR 37-U 45 37 4,0 43 40,5 6,0 2 8
DSR 38-U 46 38 4,0 44 41,5 6,0 2 8
DSR 40-U 48 40 4,0 46 43,5 6,0 2 8
DSR 42-U 50 42 4,0 48 45,5 6,0 2 8
DSR 45-U 53 45 4,0 51 48,5 6,0 2 8
DSR 46-U 54 46 4,0 52 49,5 6,0 2 8
DSR 48-U 56 48 4,0 54 51,5 6,0 2 8
DSR 50-U 58 50 4,0 56 53,5 6,0 2 8
DSR 55-U 63 55 4,0 61 58,5 6,0 2 8
DSR 56-U 64 56 4,0 62 59,5 6,0 2 8
DSR 60-U 68 60 4,0 66 63,5 6,0 2 8
DSR 63-U 71 63 4,0 69 66,5 6,0 2 8
DSR 65-U 73 65 4,0 71 68,5 6,0 2 8
DSR 70-U 78 70 4,0 76 73,5 6,0 2 8
DSR 75-U 83 75 4,0 81 78,5 6,0 2 8
DSR 80-U 88 80 4,0 86 83,5 6,0 2 8
DSR 85-U 93 85 4,0 91 88,5 6,0 2 8
DSR 90-U 98 90 4,0 96 93,5 6,0 2 8
DSR 100-U 108 100 4,0 106 103,5 6,0 2 8
DSR 110-U 122 110 55 119 115,0 8,2 3 11
DSR 125-U 137 125 5,5 134 130,0 8,2 3 11
DSR 130-U 142 130 55 139 135,0 8,2 3 11
DSR 140-U 152 140 5,5 149 145,0 8,2 3 11
DSR 145-U 157 145 5,5 154 150,0 8,2 3 11
DSR 150-U 162 150 5,5 159 155,0 8,2 3 11
DSR 160-U 172 160 5,5 169 165,0 8,2 3 11
DSR 200-U 212 200 5,5 209 205,0 8,2 3 11
DSR 220-U 235 220 6,5 231 227,0 9,5 3 13
DSR 360-U 375 360 6,5 371 367,0 9,5 3 13

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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