INDU WAS

Mangueira industrial para agua

HANSAVFLEX

Caracteristicas
Campo de aplicagéo

Floriculturas, agricultura
Setor industrial e de construgdo como mangueira
de baixa pressao

Camada interna

Borracha natural e sintética

Reforgo

reforgo téxtil sintético, altamente resistente ao
rompimento

Camada externa

Borracha sintética, weather resistant

HiNSA-FLEy

WoUHAS o 10BAR

Cor preto
Temperatura min. -25°C
Temperatura max. 70 °C
Fluidos Agua
Ar
Artigo
Polegada @ interno @ externo Pressao operacional Pressao de ruptura Raio de curvatura min. Comprimento do rolo

(mm) (mm) (bar) (bar) (mm) (m)
INDU WAS 25-5 1" 25,4 33 10,0 30 254 40
INDU WAS 28-5 - 28,0 38 10,0 30 280 40
INDU WAS 32-5.5 1.1/4" 32,0 43 10,0 30 210 40
INDU WAS 38-6 1.1/2" 38,0 50 10,0 30 250 40
INDU WAS 40-6.5 - 40,0 53 10,0 30 280 40
INDU WAS 45-7 1.3/4" 44,5 54 10,0 30 445 40
INDU WAS 50-7 2" 50,0 64 10,0 30 350 40
INDU WAS 60-7 - 60,0 74 10,0 30 400 40
INDU WAS 63-7 2.1/2" 63,5 74 10,0 30 635 40
INDU WAS 70-7 - 70,0 84 10,0 30 480 40
INDU WAS 75-7 3" 75,0 91 10,0 30 550 40
INDU WAS 80-8 - 80,0 96 10,0 30 600 40
INDU WAS 90-8 - 90,0 106 10,0 30 650 40
INDU WAS 102-7 4" 100,0 116 10,0 30 720 40
INDU WAS 110-9 - 110,0 128 10,0 30 1100 40
INDU WAS 127-9 5" 127,0 140 10,0 30 1270 40
INDU WAS 152-11 6" 150,0 170 10,0 30 1200 40
INDU WAS 203-11 8" 203,2 222 10,0 30 2032 20

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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