
INDU WAS
Mangueira industrial para água

Apesar de uma verificação cuidadosa, não podemos excluir a possibilidade de erros e não assumimos qualquer responsabilidade pelos dados aqui contidos.
08.06.2025 HANSA-FLEX AG www.hansa-flex.com 1

Características
Campo de aplicação Floriculturas, agricultura

Setor industrial e de construção como mangueira
de baixa pressão

Camada interna Borracha natural e sintética
Reforço reforço têxtil sintético, altamente resistente ao

rompimento
Camada externa Borracha sintética, weather resistant
Cor preto
Temperatura min. -25 °C
Temperatura max. 70 °C
Fluidos Água

Ar

Artigo
Descrição Polegada Ø interno Ø externo Pressão operacional Pressão de ruptura Raio de curvatura mín. Comprimento do rolo 
 (mm) (mm) (bar) (bar) (mm) (m)

INDU WAS 25-5
INDU WAS 28-5
INDU WAS 32-5.5
INDU WAS 38-6
INDU WAS 40-6.5
INDU WAS 45-7
INDU WAS 50-7
INDU WAS 60-7
INDU WAS 63-7
INDU WAS 70-7
INDU WAS 75-7
INDU WAS 80-8
INDU WAS 90-8
INDU WAS 102-7
INDU WAS 110-9
INDU WAS 127-9
INDU WAS 152-11
INDU WAS 203-11
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