NP 300
Mangueira de encaixe HANSA[/FLEX

Caracteristicas

Campo de aplicagdo  Faixa de baixa pressao
Mangueiras de retorno
comandos pneumaticos
Engenharia industrial
uso geral para ar, agua, etc.

Camada interna a base de NBR (nitrila)

Reforgo um reforgo trangado téxtil

Camada externa borracha sintética

Temperatura min. -40 °C

Temperatura max. 100 °C

Fluidos Agua
Ar
Oleos hidraulicos ( a base de 6leo mineral)
Solugdes anticongelantes

Nota
nao apropriado em caso de impactos de pressao ou aplicagdes criticas
Artigo

DN* Tamanho Polegada @ interno @ externo Press&o operacional Pressdo de ruptura Raio de curvatura min.

(mm) (mm) (CED) (CED) (mm)

NP 306 6 4 1/4" 6,0 11,9 21,0 84 45 preto
NP 310 10 6 3/8" 10,0 15,9 21,0 84 75 preto
NP 313 12 8 1/2" 13,0 19,6 21,0 84 80 preto
NP 316 16 10 5/8" 16,0 23,9 21,0 84 115 preto
NP 320 19 12 3/4" 19,0 26,9 21,0 84 135 preto
NP 306 BL 6 4 1/4" 6,0 11,9 21,0 84 45 azul
NP 310 BL 10 6 3/8" 10,0 15,9 21,0 84 75 azul
NP 313 BL 12 8 172" 13,0 19,6 21,0 84 80 azul
NP 316 BL 16 10 5/8" 16,0 23,9 21,0 84 115 azul
NP 320 BL 19 12 3/4" 19,0 26,9 21,0 84 135 azul
NP 306 GRN 6 4 1/4" 6,0 11,9 21,0 84 45 verde
NP 310 GRN 10 6 3/8" 10,0 15,9 21,0 84 75 verde
NP 313 GRN 12 8 172" 13,0 19,6 21,0 84 80 verde
NP 316 GRN 16 10 5/8" 16,0 23,9 21,0 84 115 verde
NP 320 GRN 19 12 3/4" 19,0 26,9 21,0 84 135 verde
NP 306 R 6 4 1/4" 6,0 11,9 21,0 84 45 vermelho
NP 310 R 10 6 3/8" 10,0 15,9 21,0 84 75 vermelho
NP 313 R 12 8 1/2" 13,0 19,6 21,0 84 80 vermelho
NP 316 R 16 10 5/8" 16,0 23,9 21,0 84 115 vermelho
NP 320 R 19 12 3/4" 19,0 26,9 21,0 84 135 vermelho
NP 306 GRA 6 4 1/4" 6,0 11,9 21,0 84 45 cinza
NP 310 GRA 10 6 3/8" 10,0 15,9 21,0 84 75 cinza
NP 313 GRA 12 8 1/2" 13,0 19,6 21,0 84 80 cinza

DN = diametro nominal

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
06.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



