PRT S DN |
Acoplamento Perrot parte macho com conexao de mangueira HANSA /FLEX

Caracteristicas
Conexéo 1 Parte macho de acoplamento
Material Aco

Protegdo de superficie  preto

Artigo

Pressao operacional Medida de acoplamento para diametro interno da mangueira

(bar) (mm) (mm)
PRT S 50 DN 50 12,0 50,0 50
PRT S 70 DN 63 12,0 70,0 63
PRT S 70 DN 70 12,0 70,0 70
PRT S 70 DN 75 12,0 70,0 75
PRT S 89 DN 75 12,0 89,0 75
PRT S 89 DN 80 12,0 89,0 80
PRT S 89 DN 89 12,0 89,0 89
PRT S 108 DN 75 12,0 108,0 75
PRT S 108 DN 90 12,0 108,0 90
PRT S 108 DN 102 12,0 108,0 102
PRT S 108 DN 110 12,0 108,0 110
PRT S 108 DN 152 12,0 108,0 152
PRT S 108 DN 127 12,0 108,0 127
PRT S 133 DN 50 12,0 133,0 50
PRT S 133 DN 76 12,0 133,0 76
PRT S 133 DN 102 12,0 133,0 102
PRT S 133 DN 110 12,0 133,0 110
PRT S 133 DN 127 12,0 133,0 127
PRT S 133 DN 133 12,0 133,0 133
PRT S 133 DN 152 12,0 133,0 152
PRT S 159 DN 50 12,0 159,0 50
PRT S 159 DN 76 12,0 159,0 76
PRT S 159 DN 102 12,0 159,0 102
PRT S 159 DN 127 12,0 159,0 127
PRT S 159 DN 133 12,0 159,0 133
PRT S 159 DN 152 12,0 159,0 152
PRT S 159 DN 159 12,0 159,0 159
PRT S 216 DN 200 12,0 216,0 200

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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