FI RL
Filtro de retorno HANSA[/FLEX

Caracteristicas
Modelo com valvula de desvio 1,75 bar, sem indicador
de acumulo de sujeira
Temperatura min. -25°C
Temperatura max. 110 °C Mo | AT
Material Junta: NBR | S LF

Pressdo operacional max. 8 bar

Megicnhei rur Bweiksdhmontags s ten Task

) an
BRI, >

o N =

Escopo de fornecimento  incl. elemento de filtro

Nota

Medida "L": espago livre necessario para troca do elemento filtrante

Descrigao

Filtro de retorno para montagem na tampa do tanque, dimensdes para gabarito de furagéo, ver grafico.
Presséo diferencial para elemento de filtro de papel (P) max. 3 bar

Pressao diferencial para elemento de filtro inorganico (A) max. 10 bar

Connector for clogging indicator G 1/8” closed with bolt

Concepgéao (Qmax.) para meios ISO VG 46 a 50 °C (30 mm2/s) em Apges = 0,4 bar

Artigo

Conexao de

conduto

FIRL024 AMONV G1/2 Rosca 1/2" 66,0 60,0 320 90,0 67,0 24 1000 86,0 59,0 220 190 8,0 900 A 036
FIRL048 PIONV G1/2 Rosca 1/2" 66,0 60,0 320 90,0 67,0 60 1000 86,0 59,0 220 190 8,0 90,0 A 040
FIRL053 AM0NV G1/2 Rosca 1/2" 88,0 80,0 380 1150 89,0 53 1200 1000 82,0 320 240 120 1150 A 074
FIRL110P10NV G1/2 Rosca 1/2" 88,0 80,0 380 1150 89,0 86 1200 1000 82,0 320 240 120 1150 A 061
FIRL 053 A10NV G3/4 Rosca 3/4" 88,0 80,0 380 1150 89,0 53 1200 1000 82,0 320 240 120 1150 A 074
FIRL 086 P10 NV G3/4 Rosca 3/4" 88,0 80,0 380 1150 89,0 86 1200 1000 82,0 320 240 120 1150 A 074
FIRL053 AIONV G1 Rosca 1" 88,0 80,0 380 1150 89,0 53 1200 1000 82,0 320 240 120 1150 A 076
FIRL086 PIONV G1 Rosca 1" 88,0 80,0 380 1150 89,0 86 1200 1000 82,0 320 240 120 1150 A 076
FIRL 064 A1IONV G3/4 Rosca 3/4" 88,0 80,0 380 1150 89,0 64 1700 1500 80,0 320 240 120 1150 A 076
FIRL 150 P1ION V G3/4 Rosca 3/4" 88,0 80,0 380 1150 89,0 110 1700 1500 80,0 320 240 120 1150 A 061
FIRL064 AIONV G1 Rosca 1" 88,0 80,0 380 1150 89,0 64 1700 1500 80,0 320 240 120 1150 A 076
FIRL150 PIONV G1 Rosca 1" 88,0 800 380 1150 89,0 110 1700 1500 80,0 320 240 120 1150 A 061
FIRL 125 A10 NV G3/4 Rosca 3/4" 88,0 80,0 465 1150 89,0 125 2500 2250 80,0 320 240 120 1150 A 088
FIRL225 P10 NV G3/4 Rosca 3/4" 88,0 800 45 1150 89,0 220 2500 2250 80,0 320 240 120 1150 A 067
FIRL125A10NV G1 Rosca 1" 88,0 80,0 45 1150 89,0 125 26500 2250 80,0 320 240 120 1150 A 088
FIRL225P10NV G1 Rosca 1" 88,0 80,0 465 1150 89,0 220 2500 2250 80,0 320 240 120 1150 A 067
FIRL230A10NV G11/4 Rosca 1.1/4" 1205 1120 470 1750 1310 230 2500 2330 91,0 350 310 130 1750 C 186
FIRL190P10NV G11/4 Rosca 1.1/4" 1295 1120 470 1750 1310 280 2500 2330 91,0 350 310 130 1750 C 220
FIRL290 A10NV G11/4 Rosca 1.1/4" 1735 1500 510 2200 1745 290 2000 1800 97,0 385 380 125 2200 B 342
FIRL280 P10NV G11/4 Rosca 1.1/4" 1735 1500 510 2200 1745 370 2000 1800 97,0 385 380 125 2200 B 300
FIRL290 A10NV G11/2 Rosca 1.1/2" 1735 1500 510 2200 1745 290 2000 1800 97,0 385 380 125 2200 B 342
FIRL370P10NV G11/2 Rosca 1.1/2" 1735 1500 510 2200 1745 370 2000 1800 97,0 385 380 125 2200 B 342
FIRL290 A10NV G2 Rosca 2" 1735 1500 510 2200 1745 290 2000 1800 97,0 385 380 125 2200 B 342
FIRL370PIONV G2 Rosca 2" 1735 1500 510 2200 1745 370 2000 1800 97,0 385 380 125 2200 B 342
FIRL450 A10NV G11/2 Rosca 1.1/2" 1735 1500 640 2200 1745 450 2500 2380 985 385 380 125 2200 B 342
FIRL320P1IONV G11/2 Rosca 1.1/2" 1735 1500 e40 2200 1745 610 2500 2380 985 385 380 125 2200 B 350
FIRL540 A10NV G11/2 Rosca 1.1/2" 1735 1500 e40 2200 1745 540 3100 2900 97,0 385 380 125 2200 B 370
FIRL420 P1IONV G11/2 Rosca 1.1/2" 1735 1500 840 2200 1745 675 3100 2900 97,0 385 380 125 2200 B 370
FIRL540 AIONV G2 Rosca 2" 1735 1500 840 2200 1745 540 3100 2900 97,0 385 380 125 2200 B 370
FIRL675P10NV G2 Rosca 2" 1735 1500 640 2200 1745 675 3100 2900 97,0 385 380 125 2200 B 370
FIRL 620 A1ONV SAE2  2"SAE3000PSI/M 1735 1500 640 2200 1745 620 4500 4300 1050 485 380 125 2200 B 568
FIRL750 P10 NV SAE2  2"SAE3000PSIIM 1735 1500 640 2200 1745 750 4500 4300 1050 485 380 125 2200 B 568
FIRL 620 AIONV G2 Rosca 2" 1735 1500 e40 2200 1745 620 4500 4300 1050 485 380 125 2200 B 568
FIRL750 PIONV G2 Rosca 2" 1735 1500 840 2200 1745 750 4500 4300 1050 485 380 125 2200 B 568

A10 com filtro inorgénico (10 pm), filtragem absoluta — Filtro de papel P10 (10 pm), filtragem nominal — Qmax - méx. fluxo volumétrico

—

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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FI RL
Filtro de retorno HANSA[/FLEX

Acessoérios

HK VA MAN  Clogging indicator pressure gauge
FI RL RVL Extensao de tubo para filtro de retorno

Acessoério para

FIRL E MP  Elemento filtrante para filtro de retorno MP
FI RL GEH Carcaga para filtro de retorno

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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