K-BIMETALLTHERMOMETER 46

Bimetallic thermometers

HANSAVFLEX

Caracteristicas
Tipo

46

Corregéo da indicagédo

On end of stem

Pressao operacional

Max. 6 bar (on thermowell)

Tubo de protegéo

Clamped (removable), copper alloy

Carcacga

Plastic

Vidro de inspegao

Plexiglass

Nota

Outras indicagdes a pedido.

Descrigao

Applications: Heating, plumbing, universal.

Artigo

Areas de exibigdo

Comprimento da haste de imerséao

K- 07 20 09 86 0°Cto+60°C 63,0 40 mm G1/2
K- 07 20 09 87 0°Cto+120°C 63,0 40 mm G1/2
K- 07 20 09 88 0°Cto+60°C 63,0 60 mm G172
K- 07 20 09 89 0°Cto+120°C 63,0 60 mm G172
K- 07 20 09 90 0 °Cto +60 °C 63,0 100 mm G1/2
K- 07 20 09 91 0°Cto+120°C 63,0 100 mm G1/2
K- 07 20 10 19 0°Cto+60 °C 80,0 40 mm G1/2
K- 07 20 10 20 0°Cto+120°C 80,0 40 mm G1/2
K- 07 20 10 21 0°Cto+60°C 80,0 60 mm G1/2
K- 07 20 10 22 0°Cto+120°C 80,0 60 mm G1/2
K- 07 20 10 23 0°Cto+60 °C 80,0 100 mm G172
K- 07 20 10 24 0°Cto+120°C 80,0 100 mm G172

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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