K-FLASCHENDRUCKR 200 GASE
Regulador de pressao da garrafa, pressdo da garrafa 200 bar, para

gases inflamaveis HANSA[/FLEX

Caracteristicas

Mandmetro de conteddo 0 - 200/315 bar (max. cylinder pressure 200
bar), 0 - 300/400 bar (max. cylinder pressure
300 bar), 0 - 18/40 bar for acetylene

Material Latdo prensado

Conexdo de garrafas  Yoke

Nota

Outras indicagdes a pedido.

Descrigao
Single-stage type of construction acc. to DIN EN ISO 2503, with shut-off valve and safety valve as well as pressure gauges for the cylinder contents
and working pressure.

Artigo

Descrigao Tipo de gas Presséao operacional bar
K- 07 25 07 13 Acetylene 0-1,5bar

K- 07 25 07 21 Hydrogen, methane, illuminating gas, natural gas 0-10,0 bar

Acessoério para
K-MANO SCHWEISSTECHNIK Content pressure gauge

] Pressure gauges for

K-SCHUTZKAPPE MANOMETER  Tampas de protecdo

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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