K-PRAEZ|I DRUCKREGLER MEM
Precision pressure regulators HANSA[/FLEX

Caracterlsticas [
Pressdo de entrada Max. 16 bar !'i
Temperatura do fluido max. 60 °C ‘ - (ﬂi
Temperatura ambiente ~ Max. 60 °C ;»}:f%'é“% o | |
Fluidos Micro-filtered, unoiled compressed air (0.01 ym) I I| o
Conex&@o mandmetro G 1/4 il = :—l“
Material de vedagdo  NBR | s S 3 &
Carcaga Die-cast zinc & @ 4 = '—-—' _!1
Consumo de ar proprio  0.01 I/min, depending on input pressure and == ==

control range i m-\. LY
Nota

The given flow rates are based on the following parameters: 750 I/min: P1: 8 bar, P2: 2 bar, Ap < 0.2 bar
750 I/min: P1: 8 bar, P2: 3 bar, Ap < 0.5 bar

750 I/min: P1: 8 bar, P2: 5 bar, Ap < 0.7 bar

Outras indicagdes a pedido.

Descrigao
Diaphragm pressure regulators containing no non-ferrous metals, with self-relieving design for applications requiring an precise working pressure.

Informagdes adicionais
1500 I/min: P1: 10 bar, P2: 7 bar, Ap < 0.1 bar.

Artigo

Descricao Rosca Faixa de regulagem Fluxo A B C D
(L/min) (mm) (mm) (mm)

K- 07 25 09 36 G1/4 0.1-2bar 750 60,0 152,0 mm 120,0 32,0

K- 07 25 09 37 G1/4 0.1-3 bar 750 60,0 152,0 mm 120,0 32,0

K- 07 25 09 38 G1/4 0.2 - 5 bar 750 60,0 152,0 mm 120,0 32,0

Acessorio para
K-HALTERBAUSATZ STANDARD  Holder

K-VERSCHLEI-SATZ Set of wearing parts
K-FILTERELEMENT Filter element
K-XV AGM 2 Double nipples, parallel male thread

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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