
K-NEBELOEL PC-BEHAEL SCHUTZK HANSA
Oil-mist lubricators

Apesar de uma verificação cuidadosa, não podemos excluir a possibilidade de erros e não assumimos qualquer responsabilidade pelos dados aqui contidos.
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Características
Pressão de entrada 0.5 - 16 bar
Faixa de temperatura -10 °C to +50 °C
Fluidos Ar comprimido
Material de vedação NBR
Rosca de conexão Material: Die-cast zinc
Reservatório Polycarbonate (with bayonet lock)
Carcaça Material: Grivory® (PA 66)
Cesto de proteção Polyamide
Acessório para gotejamento PA
Tipo de óleo CL 32 acc. to DIN 51517 - ISO VG 32
Medição do valor de fluxo At P2 = 6 bar, pressure drop Δp = 1 bar

Nota
Outras indicações a pedido.

Descrição
Oil-mist lubricators with excellent flow rates in modern design. These devices can be used to top up oil automatically. A hose must be connected to
the threaded nipple on the oil bowl for this purpose. When the oil filling button on the top of the device is pressed, a Venturi nozzle opens and
sucks oil into the bowl under vacuum.
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Acessório para
K-HALTERBAUSATZ HANSA Holder HANSA

K-ERSATZBEHAELTER HANSA POLY Spare tank HANSA
polycarbonat

K-TROPFAUFSATZ HANSA Drip attachment HANSA


