
K-VORFIL PC-BEHLTER SCHUTZK HANSA
Pre-filters

Apesar de uma verificação cuidadosa, não podemos excluir a possibilidade de erros e não assumimos qualquer responsabilidade pelos dados aqui contidos.
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Características
Pressão de entrada 1.5 - 16 bar
Faixa de temperatura -10 °C to +50 °C
Fluidos Ar comprimido
Unidade filtrante 0,30 μm
Rosca de conexão Material: Die-cast zinc
Reservatório Polycarbonate (with bayonet lock)
Elemento filtrante Impregnated paper
Carcaça Material: Grivory® (PA 66)
Cesto de proteção Polyamide
Medição do valor de fluxo At P2 = 6 bar, pressure drop Δp = 0.5 bar

Nota
Outras indicações a pedido.

Descrição
Pre-filters in modern design for compliance with strict compressed air purity requirements. Pre-filters are used to separate solid impurities up to
0.3 μm from compressed air and gases.

Artigo
Descrição Rosca Fluxo A B C Descarga de condensado
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Acessório para
K-HALTERBAUSATZ HANSA Holder HANSA
K-ERSATZBEHAELTER HANSA POLY Spare tank HANSA polycarbonat

K-DIFFERENZDRUCKANZEI MONO Differential pressure and differential
pressure gauge

K-DIFFERENZDRUCKMANOMETER Differential pressure gauge


