K-WV 3/2 PNEUMATISCH

3/2-way pilot valves

HANSAVFLEX

Caracteristicas
Pressédo operacional

Max. vacuum 10 bar

Presséo de trabalho min.

2.5 bar (monostable), 1.0 bar (bistable)

Faixa de temperatura

-10 °C to +60 °C

Fluxo 6bar e 10bar

550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150
NI/min (G 3/8), 4600 Nl/min (G 1/2)

Fluxo 6bar e 5bar

400 Ni/min (G 1/8), 750 Nl/min (G 1/4), 1560
NI/min (G 3/8), 3200 Ni/min (G 1/2)

Conexao Ar de controle

G1/8

Nota
Outras indicagdes a pedido.
Artigo

Conexao Numero do diagrama de conexdes Comando
K- 07 15 00 41 G1/8 5 3/-way NO 24
K- 07 15 00 42 G 1/4 8 3/-way NO 24
K- 07 15 00 45 G 1/2" 15 3/-way NO 24
K- 07 15 25 67 G 3/8 13 3/-way NO 24
K- 07 1500 43 G1/8 5 3/2-way NC 25
K- 07 15 00 44 G1/4 8 3/2-way NC 25
K- 07 15 00 46 G 1/2" 15 3/2-way NC 25
K- 07 15 25 68 G 3/8 13 3/2-way NC 25
K- 07 15 00 47 G1/8 5 3/2-way 26
K- 07 15 00 48 G 1/4 8 3/2-way 26
K- 07 1500 49 G 1/2" 15 3/2-way 26
K- 07 15 25 69 G 3/8 13 3/2-way 26

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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