K-S-BKR M ENTL ABSCHL
Safety ball valves lockable, with relief port HANSA[/FLEX

Caracteristicas
Pressdo operacional max. 10 bar

Temperatura operacional  -20 °C to max. +100 °C

Orificio de purga M5

Rosca Descrigédo Rp thread acc. to ISO 7-1
Manivela Stainless steel - PVC coated
Vedagéo da esfera PTFE / NBR

Vedagéo do fuso PTFE

Material Aco inoxidavel

Nota

G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Outras indicagdes a pedido.

Descrigao

2/2-way stainless steel safety ball valves. Specially designed for pneumatic applications. The ball valve can be locked manually and has a relief
port.

Informagdes adicionais
The price does not include a padlock. Please order separately.

Artigo
Descricao D]\ Rosca A B L
(mm) (mm) (mm)
K- 07 30 15 16 8 Rp 1/4 100,0 50,0 55,0
K- 07 30 15 17 10 Rp 3/8 100,0 50,0 55,0
K- 07 30 15 18 15 Rp 1/2 130,0 60,0 65,0
K- 07 30 15 19 20 Rp 3/4 130,0 64,0 74,6
K- 07 30 15 20 25 Rp 1 165,0 71,0 88,0
K- 07 30 15 21 32 Rp 11/4 165,0 78,0 102,0
K- 07 30 15 22 40 Rp 11/2 190,0 86,0 110,0
K- 07 30 15 23 50 Rp 2 190,0 95,0 125,0

Acessorios
K-VORHAENGESCHLOSS  Padlock

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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