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Características
Fluidos Filtered, unlubricated or lubricated compressed

air. If lubrication is used, it must be  continuous.
Pressão de trabalho 1 - 10 bar (double-acting); 2 - 10 bar (single-

acting)
Faixa de temperatura -20 °C to +70 °C
Haste do êmbolo Stainless steel 1.4301
Modelo Type "CA" = ground cover with threaded pin -

swivel design
Type "CM" = ground cover with threaded pin
round - swivel design

Êmbolo Stainless steel 1.4305 (8 to 12 mm); Alu (16 to 40
mm)

Material de vedação NBR
Tubo do cilindro Stainless steel 1.4301

Nota
Outras indicações a pedido.

Descrição
Circular cylinder in stainless steel in different versions: Series "MI" double-acting, Ø 8 – 25 in accordance with ISO 6432
Series "MI" double-acting, Ø 32 - 40
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Descrição Ø Êmbolo Curso Modelo Ø Haste do êmbolo Rosca externa Hastes de êmbolo
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Acessórios
K-FUSSBEFESTIGUNG TYP LB 1 Foot model, »LB« type
K-FLANSCHBEFESTIGUNG TYP FA3 Flange model, »FA« type
K-SCHWENKLAGER TYP SDB Counter-hinge model, »SDB« type
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