K-DRG PNEU FERNGESTEUERT
Pressure regulators pneumatic remote control HANSA[/FLEX

Caracteristicas e —
Pressdo de entrada Max. 25 bar == '
Presséo de saida Acc. to pilot regulator E_'E_ i
Temperatura do fluido max. 80 °C LL T L B
Conexéo para controle remoto pneumético G 1/4 :__ _4@, - ___
Temperatura operacional Max. 80 °C |
Material de vedagéao NBR
Carcaga Die-cast zinc (G1/2). Aluminium (G3/4
to G2)
Medigéo do valor de fluxo At P1 = 8 bar, P2 = 6 bar and pressure L A R
drop Ap = 1 bar
Nota

Outras indicagdes a pedido.

Descrigao

Diaphragm pressure regulators, self-relieving, with pneumatic remote control. The full functionality is assured in combination with a pilot regulator.
We recommend using one of our precision or standard pressure regulators with a G 1/4 port as the pilot regulator. To design a closed control loop
similar to the sketch below (K-07250511), please use our precision pilot regulator (feedback).

Artigo
Descrigao Rosca Fluxo A B

(L/min) (mm)
K- 07 25 05 05 G1/2 5200 82,0 68,0 mm
K- 07 25 05 06 G 3/4 14000 117,0 108,0 mm
K- 07 25 05 07 G1 14000 117,0 108,0 mm
K- 07 25 05 08 G11/4 35000 125,0 122,0 mm
K- 07 25 05 09 G112 35000 125,0 122,0 mm
K- 07 25 05 10 G2 50000 160,0 197,0 mm
Acessérios

K-HALTERBAUSATZ STANDARD  Holder

Apesar de uma verificagdo cuidadosa, ndo podemos excluir a possibilidade de erros e ndo assumimos qualquer responsabilidade pelos dados aqui contidos.
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