
K-FI AK KOH PC-BEHAEL VARIOBLOC
Activated carbon filters with polycarbonate bowl

Apesar de uma verificação cuidadosa, não podemos excluir a possibilidade de erros e não assumimos qualquer responsabilidade pelos dados aqui contidos.
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Características
Pressão de entrada Max. 16 bar (polycarbonate bowl), Max. 20

bar (metal bowl)
Temperatura do fluido max. 50 °C
Temperatura ambiente Max. 50 °C (polycarbonate bowl), Max. 80 °C

(metal bowl)
Qualidade do ar ISO 85731 Class 1 dirt, class 1 oil
Teor de óleo residual 0,003 mg/m3
Medição do valor de fluxo At P1 = 7 bar and pressure drop  Δp = 0,1 bar

Nota
Activated carbon filters are also supplied with protective cage or metal container.
Outras indicações a pedido.

Descrição
The activated carbon filter absorbs oil vapour from the compressed air. The entering compressed air needs to be dry and free of contaminants (an
upstream microfilter is strongly recommended).

Artigo
Descrição Rosca Fluxo A B C 
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K- 07 25 19 59
K- 07 25 19 60
K- 07 25 19 61
K- 07 25 19 62
K- 07 25 19 63
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G 1
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26,0


