
K-DRG PNEU FERNGEST MULTIFIX
Pressure regulators with pneumatic remote control

Apesar de uma verificação cuidadosa, não podemos excluir a possibilidade de erros e não assumimos qualquer responsabilidade pelos dados aqui contidos.
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Características
Pressão de entrada Max. 16 bar
Pressão de saída corresponds to the set pressure of the pilot

pressure regulator
Temperatura do fluido max. 60 °C
Temperatura ambiente Max. 60 °C
Material de vedação NBR
Carcaça Die-cast zinc, Aluminium for G 1 variant
Medição do valor de fluxo At P1 = 8 bar, P2 = 6 bar and pressure drop

Δp = 1 bar
Conexão Ar de controle G 1/8

Nota
Outras indicações a pedido.

Descrição
Diaphragm pressure regulator, self-relieving, with pneumatic remote control. The pressure is set with a pilot pressure regulator (1:1 ratio). Either a
standard or a precision pressure regulator can be used to regulate the pilot pressure.

Artigo
Descrição Rosca Fluxo A B C D 
 (L/min) (mm) (mm) (mm)
K- 07 25 19 56
K- 07 25 19 57
K- 07 25 19 58

G 1/4
G 1/2
G 1

1800
4800
12500

48,0
69,0
100,0

75,0 mm
94,0 mm
112,0 mm

48,0
59,0
60,0

27,0
35,0
52,0

Acessório para
K-HALTERBAUSATZ MULTIFIX Holder
K-KOPPELPAKET MEHR Coupling packet
K-VERSCHLEI-SATZ MULTIFIX Set of wearing parts »multifix«


