AFS G (3000 PSI)
Flansa de infiletat SAE, filet BSP HANSA[/ FLEX

Caracteristici
Seria de presiuni 3000 psi

Standard SAE J 518 C
ISO 6162
Forma constructivd  drept
Tip constructiv Flansa de fixat prin infiletare SAE
Fixare Alezaj pentru surub
Set de livrare numai flansa
Material S355J2G3 (ST52.3)

Protectia suprafetei  uns negru

Indicatie

Presiunea maxima de lucru indicata se refera la flansa! Presiunea efectiva de lucru se determina in functie de teava (grosimea peretelui)
si a calitatii tevii!

Suruburile recomandate sunt indicate in coloanele M (metr) sau M (unc).

Articol
Denumire Dimensiunea

constructiva
AFS 80 G 3/8 350 1/2" G3/8"-19 13 38,1 54 175 46 36 16 90 M8x30 5/16"x1.1/4"
AFS 80 G 1/2 350 1/2" G1/2"-14 13 38,1 54 175 46 36 16 90 M8x30 5/16"x1.1/4"
AFS 100 G 1/2 350 3/4" G1/2"-14 13 476 65 222 50 36 18 110 M10x35 3/8"x1.1/2"
AFS 100 G 3/4 350 3/4" G3/4"-14 19 476 65 222 50 36 18 110 M10x35 3/8"x1.1/2"
AFS 102 G 1/2 315 1" G1/2"-14 13 524 70 262 55 38 18 11,0 M10x35 3/8"x1.1/2"
AFS 102 G 3/4 315 1" G3/4"-14 19 52,4 70 262 55 35 21 11,0 M10x35 3/8"x1.1/2"
AFS 102G 1 315 1" G1"-11 25 52,4 70 262 55 38 18 110 M10x35 3/8"x1.1/2"
AFS 104 G 3/4 250 1.1/4" G3/4"-14 19 58,7 79 302 68 41 21 115 M10x40 7/16"x1.1/2"
AFS 104 G1 M10 250 1.1/4" G1"-11 25 58,7 81 302 65 42 25 115 M10x40 -
AFS 104 G 1 M12 250 1.1/4" G1"-11 25 58,7 81 302 65 42 25 130 M12x40 -
AFS 104 G1 1/4 M10 250 1.1/4" G1.1/4"-11 32 58,7 79 30,2 68 41 21 115 M10x40 -
AFS 104 G1 1/4 M12 250 1.1/4" G1.1/4"-11 32 58,7 79 30,2 68 41 21 130 M12x40 -
AFS 106 G 3/4 200 1.1/2" G3/4"-14 19 69,9 93 357 78 45 25 135 M12x45 1/2"x1.3/4"
AFS 106 G 1 200 1.1/2" G1"-11 25 69,9 93 357 78 45 25 135 M12x45 1/2"x1.3/4"
AFS 106 G 1 1/4 200 1.1/2" G1.1/4"-11 32 69,9 95 357 78 45 27 135 M12x45 1/2"x1.3/4"
AFS 106 G 1 1/2 200 1.1/2" G11/2"-11 38 69,9 93 357 78 45 25 135 M12x45 1/2"x1.3/4"
AFS 108 G 1 200 2" G1"-11 25 77,8 102 429 90 45 25 135 M12x45 1/2"x1.3/4"
AFS 108 G 1 1/4 200 2" G1.1/4"-11 32 77,8 102 429 90 45 25 135 M12x45 1/2"x1.3/4"
AFS 108 G 1 1/2 200 2" G1.1/2"-11 38 77,8 102 429 90 45 25 135 M12x45 1/2"x1.3/4"
AFS 108 G 2 200 2" G2"-11 51 77,8 102 429 90 45 25 135 M12x45 1/2"x1.3/4"
AFS 110G 1 1/2 160 2.1/2" G1.1/2"-11 38 889 114 508 105 50 25 135 M12x45 1/2"x1.3/4"
AFS 110G 2 160 2.1/2" G2"-11 51 889 114 508 105 50 25 135 M12x45 1/2"x1.3/4"
AFS 110 G 2 1/2 160 2.1/2" G21/2"-11 63 889 114 508 105 50 25 135 M12x45 1/2"x1.3/4"
AFS 112 G 2 1/2 138 3" G21/2"-11 63 1064 134 619 124 50 27 175 M16x50 5/8"x2"
AFS 112G 3 138 3" G3"-11 73 1064 134 619 124 50 27 175 M16x50 5/8"x2"
AFS 114 G 3 35 3.1/2" G3"-11 73 1207 152 699 136 48 27 175 M16x50 5/8"x2"
AFS 114 G 3 1/2 35 3.1/2" G3.1/2"-11 89 120,7 152 699 136 48 27 175 M16x50 5/8"x2"
AFS 116 G 3 1/2 35 4" G3.1/2"-11 89 1302 162 778 146 48 27 175 M16x50 5/8"x2"
AFS 116 G 4 35 4" G4"-11 99 1302 162 778 146 48 27 175 M16x50 5/8"x2"

PN = Presiunea nominala PB = Presiunea max. de lucru

Variante produs
AFS G M (3000 PSI) Flansa de infiletat SAE, filet BSP, cu set de suruburi metrice si inel O
AFS G U (3000 PSI) Flansa de infiletat SAE, filet BSP, cu set de suruburi UNC si inel O

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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