SFCE M (3000 / 6000 PSI)
Flans ou filet oxterior SAE HANSAVFLEX

Caracteristici

Standard DIN 3901/3902

Forma constructivd  drept

Tip constructiv Flansa cu filet exterior SAE

Set de livrare cu 2 semiflanse, set de suruburi, inel O, piulita si
inel de taiere

Material S355J2G3 (C22)

Protectia suprafetei  acoperire galvanica

Indicatie
Presiunea nominala indicata este stabilitd conform SAE J 518 C in functie de flansa, respectiv de teava ce urmeaza a fi sudata.

Atrticol

Denumire Seriade S- @ Dimensiunea A
presiuni  eria RAD constructiva

(mm) (mm)  (mm)

SFCE3001L15M 3000PSI L 15 315 1/2" M22x1,5 302 16/20 381 54 175 456 482 56 70 87 M8x30 24
SFCE3001L22M 3000PSI L 22 160 1/2" M30x2 302 13 81 54 175 456 531 62 75 87 M8x30 2
SFCE 3002L18M 3000PSI L 18 315 3/4" M26x1,5 381 15/20 476 65 222 518 532 G2 7,5 107 M10x35 30
SFCE3002L22M 3000PSI L 22 160 3/4" M30x2 381 19 476 65 222 518 532 62 75 107 M10x35 30
SFCE3002L28M 3000PSI L 28 160 3/4" M36x2 381 19 476 65 222 518 532 62 75 107 M10x35 30
SFCE3003L28M 3000PSI L 28 160 1" M36x2 444 24 524 70 262 584 542 65 75 107 M10x35 36
SFCE3004L28M 3000PSI L 28 160 1.1/4" M36x2 508 22 587 79 302 726 586 67 75 *1 *2 36
SFCE3004L35M 3000PSI L 35 160 1.1/4" M45x2  s08 30/32 587 79 302 726 52 69 105 ¥ *2 41
SFCE3005L42M 3000PSI L 42 160 1.1/2" M52x2 603 36 699 94 357 822 642 76 11,0 135 M12x40 46
SFCE 3001 S16M 3000PSI S 16 350 1/2" M24x15 302 13 81 54 175 456 502 60 85 87 M8x30
SFCE3002S20M 3000PSI S 20 350 3/4" M30x2 381 16/20 476 65 222 518 572 B8 105 107 M10x35 30
SFCE3002825M 3000PSI S 25 350 3/4" M36x2 381 17 476 65 222 518 572 B9 120 107  M10x35 30
SFCE 3003S825M 3000PSI S 25 315 1" M36x2 444 20 524 70 262 584 582 70 120 107 M10x35 36
SFCE 3003S30M 3000PSI S 30 315 1" M42x2 444 24 524 70 262 584 632 76 135 107 M10x35 36
SFCE3004S25M 3000PSI S 25 250 1.1/4" M36x2 508 20/27 587 79 302 726 602 72 120 ¥ *2 4
SFCE3004S30M 3000PSI S 30 250 1.1/4" M42x2 s08 25/28 587 79 302 726 622 75 135 ¥ *2 41
SFCE 3004 S38M 3000PSI S 38 250 1.1/4" M52x2 508 28 587 79 302 726 666 81 160 *1 *2 46
SFCE3005S38M 3000PSI S 38 200 1.1/2" M52x2  e03 32 699 94 357 822 702 85 160 135 M12x40 46
SFCE6001S16M 6000PSI S 16 400 1/2" M24x15 317 12 405 56 182 472 532 63 85 85 M8x30 24
SFCE6002S16M 6000PSI S 16 400 3/4" M24x1,5 413 12 508 71 238 600 592 69 85 105 M10x35 30
SFCE6002S20M 6000PSI S 20 400 3/4" M30x2 413 16 508 71 238 600 61,2 72 105 105 M10x35 30
SFCE6002S25M 6000PSI S 25 400 3/4" M36x2 413 17 508 71 238 600 632 75 120 105 M10x35 30
SFCE6002S30M 6000PSI S 30 400 3/4" M42x2 413 18 508 71 238 600 640 77 135 105 M10x35 36
SFCE6003S25M 6000PSI S 25 400 1" M36x2 476 20 572 81 278 696 722 84 120 *3  M12x45 41
SFCE6003S30M 6000PSI S 30 400 1" M42x2 416 24 572 81 278 696 740 87 135 *3  M12x45 41
SFCE 6004 S30M 6000PSI S 30 400 1.1/4" M42x2 540 25/30 667 95 318 772 792 Q92 135 *4  M14x50 41
SFCE 6004 S38M 6000PSI S 38 350 1.1/4" M52x2 540 30 667 95 318 772 832 98 160 *4  M14x50 46
SFCE6005S38M 6000PSI S 38 35 1.1/2" M52x2 635 30 794 13 365 950 892 104 160 167 M16x55 46

PN = Presiunea nominald PB = Presiunea max. de lucru — & = Diametrul exterior al tevii — Seria: LL = foarte usoara L =usoara S =grea

*1) = la alegere 10,5, 12,0 sau 12,5 - *3) = la alegere 12,0 sau 12,5 - *4) = |a alegere 13,5 sau 14,5 — *2) = |la alegere M 10 x 30 sau M 12 x 35

Variante produs
SFCE (3000 PSI) Flansa cu filet exterior SAE, numai piesa intermediara
SFCE U (3000 /6000 PSI) Flansa cu filet exterior SAE, cu 2 semiflanse, set de suruburi, inel O, piulita si inel de taiere

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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