WDS
Racord pompa (3 orificii), 90° HANSA[/ FLEX

Caracteristici
Tip constructiv Racord de pompa (3 orificii)

Forma constructivda  Racord 90°

Fixare cu set de suruburi metrice
Set de livrare cu set de suruburi metrice si inel O
Material Otel OL 42.3

Protectia suprafetei  acoperire galvanica

Articol
Denumire Presiune PB Suruburi
(bar)

WDS 0.5 12 315 26 G1/2"-14 11,0 17 24 5,3 (3x)M5x20 14,00 x 1,78
WDS 0.5 38 315 26 G 3/8"-19 11,0 17 24 5,3 (3x) M5 x20 14,00 x 1,78
WDS 1 12 315 30 G 1/2" -14 12,0 17 24 6,3 (3x)M6x20 15,88 x 2,62
WDS 1 38 315 30 G 3/8"-19 12,0 17 24 6,3 (3x)M6 x20 15,88 x 2,62
WDS 2 12 315 40 G 1/2"-14 19,0 21 36 8,5 (3x)M8x25 23,81 x 2,62
WDS 2 34 315 40 G 3/4"-14 19,0 21 36 8,5 (3x)M8x25 23,81 x 2,62
WDS 3 100 315 51 G1"-11 24,0 26 45 10,5 (3x)M10x30 31,42 x 2,62
WDS 3 34 315 51 G 3/4"-14 26,0 26 45 10,5 (3x)M10x30 31,42 x 2,62
WDS 3 B 100 315 56 G1"-11 26,0 26 45 10,5 (3x)M10x 30 31,42 x 2,62
WDS 3B 34 315 56 G 3/4" -14 26,0 26 45 10,5 (3x)M10x 30 31,42 x 2,62

PN = Presiunea nominala PB = Presiunea max. de lucru

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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