WF LK M
Racord pompa (4 orificii), 90° HANSA[/ FLEX

Caracteristici
Tip constructiv Racord de pompa (4 orificii)

Forma constructivda  Racord 90°

Standard DIN 3901/3902

Fixare cu set de suruburi metrice

Set de livrare cu set de suruburi, inel O, piulita si inel de taiere
Material Fonta maleabila GTW40

Protectia suprafetei  acoperire galvanica

Articol

Denumire Seria | Presiune A Suruburi 1 Suruburi 2 Inel O

PB
(mm) (bar)

WF35LKL10315M L 140 10 315 M16x1,5 35 39 165 305 470 64 (29M6x22 (2x)M6x35 20,0x25
WF35LKL12315M L 140 12 315 M18x1,5 35 39 165 305 470 64 (2)M6x22 (2x)M6x35 20,0x25
WF35LKL15250M L 140 15 250 M22x1,6 35 39 165 300 460 64 (2)M6x22 (2x)M6x35 20,0x25
WF35LKL18250M L 150 18 250 M26x1,5 35 39 200 300 475 64 (2)M6x22 (2x)M6x40 20,0x25
WF40LKL15100M L 200 15 100 M22x1,5 40 42 225 300 460 64 (2)M6x22 (2x)M6x45 260x25
WF40LKL18100M L 200 18 100 M26x1,5 40 42 225 305 470 64 (2)M6x22 (2x)M6x45 260x25
WF40LKL22100M L 200 22 100 M30x2 40 42 225 305 475 64 (2)M6x22 (2x)M6x45 260x25
WF40LKL28100M L 200 28 100 M36x2 40 42 280 325 490 64 (2)M6x22 (2x)M6x50 26,0x2,5
WF40LKL35100M L 200 35 100 M45x2 40 42 340 305 520 64 (2x)M6x22 (2x)M6x60 260x25
WF55LKL35100M L 260 35 100 M45x2 55 58 320 385 620 84 (2x)M8x25 (2x)M8x60 320x25
WF55LKL42100M L 260 42 100 M52x2 55 58 400 380 610 84 (2)M8x25 (2xyM8x70 320x25
WF35LKS16315M S 150 16 315 M24x1,5 35 39 200 295 480 64 (2)M6x22 (2x)M6x40 20,0x25
WF35LKS20315M S 150 20 315 M30x2 35 39 250 345 560 64 (2)M6x22 (2x)M6x45 20,0x25
WF40LKS20250M S 200 20 250 M30x2 40 42 225 295 500 64 (2)M6x22 (2x)M6x45 260x25
WF55LK820250M S 180 20 250 M30x2 55 58 240 345 5,0 84 (2)M8x25 (2x)yM8x50 320x25
WF55LKS825250M S 200 25 250 M36x2 55 58 300 370 610 84 (2x)M8x25 (2x)M8x55 320x25
WF55LKS30250M S 260 30 250 M42x2 55 58 320 355 620 84 (2x)M8x25 (2x)M8x50 320x25

Seria: LL = foarte usoara L =usoara S =grea — PN = Presiunea nominald PB = Presiunea max. de lucru — @ RAD = diametrul exterior al tevii

Variante produs
WF LK Racord pompa (4 orificii), 90°, cu set de suruburi metrice si inel O

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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