WFG M (3000 / 6000 PSI)
Adaptor cu flansa SAE, forjata HANSA[/FLEX

Caracteristici ‘
Standard DIN 3901/3902 '
Tip constructiv - element suplimentar  forjat (n -
Forma constructiva Racord 90° r
Tip constructiv Flansa de adaptare SAE :
Set de livrare cu 2 semiflanse, set de suruburi si inel O

Material S355J2G3 (ST52.3)

Protectia suprafetei acoperire galvanica

Indicatie

Presiunea maxima de lucru indicata se refera la flansa! Presiunea efectiva de lucru se determina in functie de teava (grosimea peretelui)
si a calitatii tevii!

Atrticol

Denumire Seria de Dimensiunea A Suruburi
presiuni constructiva

WFG 3001/L15M 3000PSI L 15 315  1/2" M22x15 2 n 381 540 175 668 456 7,0 ' 200 « 87 (4x)M8x25
WFG 3002/L 18 M 3000 PSI L 18 315 3/4" M26x1,5 15 19 47,6 64,9 222 73,9 51,8 75 42 31,5 48 107 (4x)M10x 30
WFG 3002/L 22 M 3000 PSI L 22 160 3/4" M30x2 19 19 47,6 64,9 22,2 75,9 51,8 75 42 33,5 50 10,7 (4 x) M 10 x 30
WFG 3003/L 28 M 3000 PSI L 28 160 1" M36x2 2 s 524 699 262 822 584 75 4 35 m 107  (4x)M10x30
WFG 3004/L 35 M 3000 PSI L 35 160 1.1/4" M45x2 s 2 887 794 302 1043 726 105 50 465 68 *q *2

WFG 3005/L 42 M 3000 PSI L 42 160 1.1/2" M52x2 s 699 938 357 1182 824 10 7 560 77 135  (4x)M12x40
WFG 3001/S16 M 3000PSI s 16 350  1/2" M24x15 2 n 381 540 175 70,8 456 85 » 205 4« 87 (4x)M8x25
WFG 3002/S20 M 3000 PSI s 20 350 3/4" M30x2 16 19 476 64,9 222 79,9 51,8 10,5 42 32,5 54 107 (4x)M10x 30
WFG 3002/S 25 M 3000 PSI s 25 350 3/4" M36x2 17 19 47,6 64,9 222 82,9 51,8 12,0 42 33,0 57 107 (4x)M10x 30
WFG 3003/S25M  3000PSI s 25 315 1" M36x2 2 s 524 69,9 262 912 584 120 45 380 e 107 (4x)M10x30
WFG 3003/S30M 3000PSI s 30 315 1" M42x2 2+ = 524 699 262 922 584 135 45 365 e 107  (4x)M10x30
WFG 3004/S25M  3000PsI s 25 250 1.1/4" M36x2 2 2z 587 794 302 1033 726 120 50 430 67 *q *9

WFG 3004/S 30 M 3000 PsSI s 30 250 1.1/4" M42x2 s 2 ss7 794 302 1063 726 135 50 435 70 *q *9

WFG 3004/S 38 M 3000 PsI s 38 250 1.1/4" M52x2 = 2 s87 794 302 1103 726 160 50 430 74 *q *2

WFG 3005/S38M 3000PsI s 38 200 1.1/2" M52x2 2 s 699 938 357 1282 824 160 76 560 & 135  (4x)M12x40
WFG 6001/S16 M 6000PSI s 16 400  1/2" M24x1,5 2 12 405 564 182 716 472 85 = 204 w87 (4X)M8x30
WFG 6002/S16 M 6000PSI s 16 400  3/4" M24x1,5 12 17 508 713 238 850 600 85 4 365 5 107 (4x)M10x35
WFG 6002/S20M 6000PSI s 20 400  3/4" M30x2 ¢ w7 s08 713 238 870 600 105 4 355 s 107 (4x)M10x35
WFG 6002/S25M 6000PSI s 25 400  3/4" M36x2 7 v s08 713 238 900 600 120 4 360 e 107 (4x)M10x35
WFG 6003/S25 M 6000 PSI s 25 400 1" M36x2 20 2+ 572 810 278 99,8 690 120 6 410 65 13,0 (4x)M12x45
WFG 6003/S30M 6000PSI s 30 400 1" M42x2 2 2 s72 810 278 1029 69,0 135 6 415 68 13,0 (4x)M12x45
WFG 6004/S 30 M 6000 PSI s 30 400 1.1/4" M42x2 2 a1 66,7 95,2 31,8 109,6 77,2 135 68 445 7 147 (4x)M 14 x50
WFG 6004/S 38 M 6000PSI s 38 30 1.1/4" M52x2 28 s 67 952 318 1146 772 160 e 450 76 147  (4x)M14x50
WFG 6004/S 38-400 M 6000 PSI s 38 400 1.1/4" M52x2 22 2 66,7 95,2 31,8 114,5 772 16,0 68 45,0 76 14,7 (4 x) M 14 x 50
WFG 6005/S 38 M 6000 PSI s 38 350 1.1/2" M52x2 0 3w 794 1128 365 1345 950 160 76 560 87 17,0 (4x)M 16 x55

Seria: LL = foarte usoara L =usoara S =grea — PN = Presiunea nominald PB = Presiunea max. de lucru — @ RAD = diametrul exterior al tevii

*1) = la alegere 10,5 sau 12,5 — *2) = la alegere M 10 x 30 sau M 12 x 40

Variante produs
WFG (3000 PSI)  Adaptor cu flansa SAE, forjata, numai flansa

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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