GE HRED HJ
Stut de fixat prin infiletare HANSA[/FLEX

Caracteristici

Racord 1 Filete cilindrice exterioare BSP
Forma de etangsare 1 Forma E
Racord 2 Filete UN/UNF exterioare

Forma de etangare 2  Con exterior 74°

Tip constructiv Stut de fixat prin infiletare

Forma constructiva  drept
Material Otel

Protectia suprafetei  acoperire galvanica

Articol
Denumire G1 G2 SW
(mm)

GE HRED 02 HJ 04 G 1/8" -28 7/16" -20 UNF 14
GE HRED 02 HJ 05 G 1/8" -28 1/2" -20 UNF 14
GE HRED 02 HJ 06 G 1/8"-28 9/16" -18 UNF 19
GE HRED 04 HJ G 1/4" -19 7/16" -20 UNF 19
GE HRED 04 HJ 05 G 1/4" -19 1/2" -20 UNF 19
GE HRED 04 HJ 06 G 1/4"-19 9/16" -18 UNF 19
GE HRED 04 HJ 08 G 1/4"-19 3/4" -16 UNF 19
GE HRED 06 HJ 04 G 3/8"-19 7/16" -20 UNF 22
GE HRED 06 HJ 05 G 3/8"-19 1/2" -20 UNF 22
GE HRED 06 HJ G 3/8"-19 9/16" -18 UNF 22
GE HRED 06 HJ 08 G 3/8"-19 3/4" -16 UNF 22
GE HRED 06 HJ 10 G 3/8"-19 7/8" -14 UNF 24
GE HRED 06 HJ 12 G 3/8"-19 1.1/16" -12 UN 27
GE HRED 08 HJ 04 G 1/2"-14 7/16" -20 UNF 27
GE HRED 08 HJ 06 G 1/2"-14 9/16" -18 UNF 27
GE HRED 08 HJ G 1/2"-14 3/4" -16 UNF 27
GE HRED 08 HJ 10 G 1/2"-14 7/8" -14 UNF 27
GE HRED 08 HJ 12 G 1/2"-14 1.1/16" -12 UN 27
GE HRED 12 HJ 08 G 3/4" -14 3/4" -16 UNF 32
GE HRED 12 HJ 10 G 3/4" -14 7/8" -14 UNF 32
GE HRED 12 HJ G 3/4" -14 1.1/16" -12 UN 32
GE HRED 12 HJ 16 G 3/4"-14 1.5/16" -12 UN 36
GE HRED 16 HJ 12 G1"-11 1.1/16" -12 UN 41
GE HRED 16 HJ G1"-11 1.5/16" -12 UN 41
GE HRED 16 HJ 20 G1"-11 1.5/8" -12 UN 46
GE HRED 16 HJ 24 G1"-11 1.7/8" -12 UN 50
GE HRED 20 HJ 16 G1.1/4" 11 1.5/16" -12 UN 50
GE HRED 20 HJ G 1.1/4" -11 1.5/8" -12 UN 50
GE HRED 20 HJ 24 G 1.1/4" -11 1.7/8" -12 UN 50
GE HRED 24 HJ 20 G 1.1/2"-11 1.5/8" -12 UN 55
GE HRED 24 HJ G1.1/2"-11 1.7/8" -12 UN 55

SW = deschiderea cheii

Variante produs
GE HRED HJ VA  Stut de fixat prin infiletare, otel inoxidabil

Piese de schimb
WD Garnitura moale pentru racorduri filetate tip tata

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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