GE HROK L HJ
Stut lung de fixat prin infiletare HANSA[/FLEX

Caracteristici

Racord 1 Filete cilindrice exterioare BSP aw
Formé de etangare 1  Stut filetat cu inel O + inel cu diafragma DB\ .f
Racord 2 Filete UN/UNF exterioare ey B i T H J .;,1'-
Forma de etangare 2  Con exterior 74° a1l — R — oz
Tip constructiv Stut lung de fixat prin infiletare l " Ly
Forma constructiva  drept e L2 L3
Material Otel = H -
Protectia suprafetei  acoperire galvanica
Articol
Denumire G1 G2 L1 L2 L3 SW Inel O
(mm) (mm) (mm) (mm)
GE HROK L 02 HJ 04 G 1/8" -28 7/16" -20 UNF 50,0 7,0 35 16 7,65x 1,78
GE HROK L 04 HJ G 1/4"-19 7/16" -20 UNF 55,5 10,0 35 20 10,78 x 2,62
GE HROK L 04 HJ 05 G 1/4"-19 1/2" -20 UNF 57,5 10,0 37 20 10,78 x 2,62
GE HROK L 04 HJ 06 G 1/4" -19 9/16" -18 UNF 59,5 10,0 39 20 10,78 x 2,62
GE HROK L 04 HJ 08 G 1/4" -19 3/4" -16 UNF 68,5 10,0 48 20 10,78 x 2,62
GE HROK L 06 HJ G 3/8"-19 9/16" -18 UNF 59,5 10,0 39 24 13,94 x 2,62
GE HROK L 06 HJ 05 G 3/8"-19 1/2" -20 UNF 57,5 10,0 37 24 13,94 x 2,62
GE HROK L 06 HJ 08 G 3/8"-19 3/4" -16 UNF 68,5 10,0 48 24 13,94 x 2,62
GE HROK L 06 HJ 10 G 3/8"-19 7/8" -14 UNF 74,0 10,0 53 24 13,94 x 2,62
GE HROK L 08 HJ G1/2"-14 3/4" -16 UNF 72,0 12,0 48 28 17,86 x 2,62
GE HROK L 08 HJ 06 G1/2"-14 9/16" -18 UNF 63,0 12,0 39 28 17,86 x 2,62
GE HROK L 08 HJ 10 G1/2"-14 7/8" -14 UNF 77,0 12,0 53 28 17,86 x 2,62
GE HROK L 08 HJ 12 G 1/2"-14 1.1/16" -12 UN 88,0 12,0 63 28 17,86 x 2,62
GE HROK L 12 HJ G 3/4" -14 1.1/16" -12 UN 91,0 14,0 63 35 23,47 x 2,62
GE HROK L 12 HJ 10 G 3/4" -14 7/8" -14 UNF 81,0 14,0 53 35 23,47 x 2,62
GE HROK L 12 HJ 16 G 3/4" -14 1.5/16" -12 UN 100,0 14,0 72 36 23,47 x 2,62
GE HROK L 16 HJ G1"-11 1.5/16" -12 UN 102,0 15,5 72 43 29,74 x 3,53
GE HROK L 16 HJ 12 G1"-11 1.1/16" -12 UN 93,5 15,5 63 43 29,74 x 3,53
GE HROK L 16 HJ 20 G1"-11 1.5/8" -12 UN 119,0 15,5 88 43 29,74 x 3,53
GE HROK L 20 HJ G 1.1/4" -11 1.5/8" -12 UN 122,0 17,5 88 52 37,69 x 3,53
GE HROK L 20 HJ 16 G 1.1/4" -11 1.5/16" -12 UN 106,0 17,5 72 52 37,69 x 3,53
GE HROK L 20 HJ 24 G 1.1/4" -11 1.7/8" -12 UN 132,0 17,5 98 52 37,69 x 3,53
GE HROK L 24 HJ G1.1/2"-11 1.7/8" -12 UN 136,0 19,5 98 58 44,04 x 3,53

SW = deschiderea cheii

Piese de schimb
KAMMRING G Inel de siguranta, in toli

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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