SGF
Impletitura de protectie HANSA[/FLEX

Caracteristici

Domeniul de utilizare  Turnatorii, otelarii, fabrici de sticla, santiere
navale etc.

Material Otel

Protectia suprafetei  acoperire galvanica

Descriere
impletitura de protectie din sarma de otel zincati protejeaza furtunul impotriva deteriorrilor exterioare, cum ar fi scanteile.

Articol
Denumire @ interior @ exterior Raza min. de indoire
(mm) (mm) (mm)
SGF 06 6 8,0 20
SGF 08 8 10,0 25
SGF 10 10 13,0 25
SGF 13 13 16,0 35
SGF 15 15 18,0 40
SGF 18 18 21,3 45
SGF 20 20 24,0 50
SGF 22 23 27,0 55
SGF 24 25 29,0 60
SGF 28 28 32,0 63
SGF 30 30 34,0 65
SGF 35 35 39,5 80
SGF 42 42 47,5 88
SGF 44 44 49,5 90
SGF 45 45 50,5 90
SGF 48 48 53,5 95
SGF 50 50 56,0 115
SGF 52 52 58,0 115
SGF 55 55 61,0 115
SGF 58 58 64,0 117
SGF 60 60 66,0 120
SGF 62 62 69,0 125
SGF 65 65 72,0 130
SGF 70 70 77,0 150
SGF 72 72 79,0 160
SGF 76 76 83,0 166
SGF 80 80 87,0 170

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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