PAY 300 AB
Armétura de sertizat, DKR HANSAVFLEX

Caracteristici St
Racord 1 Filete BSP de piulita /

. — ! [T H"— &1
Forma de etangsare 1  Con exterior 60 DN__ | i
Prescurtare DKR =
Standard I1ISO 8434-6 L1

BS 5200 e —
Set de livrare Niplu de presare + montura presata
Material Otel
Protectia suprafetei  acoperire galvanica
Articol
Denumire D]\ Dimensiune Tol G1 L1 S1

(mm)

PAY 306 AB 6 4 1/4" G 1/4"-19 58,0 19
PAY 306 AB 10 6 4 1/4" G 3/8"-19 58,0 27
PAY 308 AB 10 8 5 5/16" G 3/8"-19 59,0 19
PAY 310 AB 10 6 3/8" G 3/8"-19 61,0 22
PAY 310 AB 13 10 6 3/8" G1/2"-14 61,0 27
PAY 313 AB 12 8 1/2" G 1/2"-14 61,0 27
PAY 316 AB 20 16 10 5/8" G 3/4" 14 75,0 32
PAY 320 AB 19 12 3/4" G 3/4" -14 78,0 32
PAY 320 AB 25 19 12 3/4" G1"-11 78,0 41
PAY 325 AB 25 16 1" G1"-11 88,0 41
PAY 325 AB 32 25 16 1" G 1.1/4" -11 77,0 50
PAY 332 AB 40 31 20 1.1/4" G1.1/2" -11 - -

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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