PN AJF 45
Niplu de sertizat, ORFS 45° HANSA[/ FLEX

Caracteristici

Domeniul de utilizare  niplu de presare pentru furtunuri HD 100 pana la
HD 400, KP, TE

Racord 1 Filete UN/UNF de piulita

Formé de etangsare 1 cu etansare pe suprafata

Prescurtare ORFS

Standard ISO 8434-3

Material Otel

Protectia suprafetei  acoperire galvanica

Indicatie
Va rugam alegeti montura corespunzatoare in functie de tipul furtunului.

Articol
Denumire Dimensiune I Presiune de lucru
(bar)

PN 06 AJF 45 6 4 1/4" 413,0 9/16" -18 UNF 60,0 12,0 17
PN 06 AJF 45 L10 6 4 1/4" 413,0 9/16" -18 UNF 60,0 10,0 17
PN 06 AJF 10 45 6 4 1/4" 413,0 11/16" -16 UN 61,0 13,5 22
PN 08 AJF 10 45 8 5 5/16" 413,0 11/16" -16 UN 80,0 21,0 22
PNO8 AJF 1045111 8 5 5/16" 413,0 11/16" -16 UN 80,0 11,0 22
PN 10 AJF 45 10 6 3/8" 413,0 11/16" -16 UN 69,0 16,0 22
PN 10 AJF 45 L11 10 6 3/8" 413,0 11/16" -16 UN 69,0 11,0 22
PN 10 AJF 13 45 10 6 3/8" 413,0 13/16" -16 UN 69,5 16,5 24
PN 13 AJF1045L13 12 8 1/2" 413,0 11/16" -16 UN 78,0 13,0 22
PN 13 AJF 45 12 8 1/2" 413,0 13/16" -16 UN 78,0 17,0 24
PN 13 AJF 45 L15 12 8 1/2" 413,0 13/16" -16 UN 78,0 15,0 24
PN 13 AJF 16 45 12 8 172" 413,0 1"-14 UNS 80,5 19,5 30
PN 16 AJF 45 16 10 5/8" 413,0 1"-14 UNS 93,5 22,5 30
PN 16 AJF 45 L16 16 10 5/8" 413,0 1" -14 UNS 93,5 16,0 30
PN 20 AJF 1645121 19 12 3/4" 413,0 1"-14 UNS 104,0 21,0 30
PN 20 AJF 45 19 12 3/4" 413,0 1.3/16" -12 UN 104,0 25,0 36
PN 20 AJF 45 L21 19 12 3/4" 413,0 1.3/16" -12 UN 104,0 21,0 36
PN 20 AJF 2545121 19 12 3/4" 413,0 1.7/16" -12 UN 104,0 21,0 36
PN 25 AJF 45 25 16 1" 413,0 1.7/16" -12 UN 130,5 27,5 41
PN 25 AJF 45 L24 25 16 1" 413,0 1.7/16" -12 UN 130,5 24,0 41
PN 32 AJF 45 31 20 1.1/4" 275,0 1.11/16" -12 UN 155,0 34,0 50
PN 40 AJF 45 38 24 1.1/2" 275,0 2"-12 UN 177,0 38,0 60
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