SIN AFL
Niplu de sertizat, DKL HANSA[/ FLEX

Caracteristici

Racord 1 Filet metric de piulita L1

Forma de etangare 1 24°/60° Universal sealing head N 7 JE1

et

Prescurtare DKL .

Standard similar DIN 3863 al .
31

Material Otel m]-

Protectia suprafetei  acoperire galvanica N 1

Indicatie

Va rugam alegeti montura corespunzatoare in functie de tipul furtunului.

Articol

Denumire Dimensiune

SIN 03 AFL 02 3 2 1/8" 5,0 M10x 1 27 12
SIN 04 AFL 4 3 3/16" 6,0 M12x 1,5 30 14
SIN 04 AFL 06 4 3 3/16" 6,0 M14x 1,5 31 17
SIN 04 AFL 08 4 3 3/16" 6,0 M16x 1,5 31 19
SIN 06 AFL 6 4 1/4" 8,0 M14x 1,5 32 17
SIN 06 AFL 08 6 4 1/4" 8,0 M16x 1,5 33 19
SIN 08 AFL 8 5 5/16" 10,0 M16x 1,5 33 19
SIN 08 AFL 10 8 5 5/16" 10,0 M18x 1,5 33 22
SIN 10 AFL 10 6 3/8" 12,0 M18x 1,5 35 22
SIN 13 AFL 12 8 1/2" 15,0 M22x 1,5 43 27
SIN 13 AFL 16 12 8 1/2" 15,0 M 26 x 1,5 41 32
SIN 16 AFL 16 10 5/8" 18,0 M26x 1,5 42 32

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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