SIN B

Niplu de sertizat, RGN

HANSAVFLEX

Caracteristici

Racord 1 Ochi inelar pentru surub tubular metric
Formé de etangare 1  Etansare prin inel de cupru
Prescurtare RGN

Standard DIN 7642

Material Otel

Protectia suprafetei

acoperire galvanica

Indicatie

Va rugam alegeti montura corespunzatoare in functie de tipul furtunului.

Atrticol

Denumire Dimensiune pentru surub tubular
SIN 03 B 02 3 2 1/8" 5,0 8 M8
SIN04 B 4 3 3/16" 6,0 10 M 10
SIN 04 B 06 4 3 3/16" 6,0 12 M 12
SIN 04 B 08 4 3 3/16" 6,0 14 M 14
SIN 06 B 04 6 4 1/4" 8,0 10 M 10
SIN 06 B 6 4 1/4" 8,0 12 M 12
SIN 06 B 08 6 4 1/4" 8,0 14 M 14
SIN 08 B 06 8 5 5/16" 10,0 12 M 12
SIN 08 B 8 5 5/16" 10,0 14 M 14
SIN 08 B 10 8 5 5/16" 10,0 16 M 16
SIN 08B 13 8 5 5/16" 10,0 18 M 18
SIN10B 10 6 3/8" 12,0 16 M 16
SIN10B 13 10 6 3/8" 12,0 18 M 18
SIN13B 12 8 1/2" 15,0 18 M 18
SIN 13 B 16 12 8 1/2" 15,0 22 M 22
SIN 13 B 20 12 8 1/2" 15,0 26 M 26
SIN 16 B 16 10 5/8" 18,0 22 M 22
SIN 16 B 20 16 10 5/8" 18,0 26 M 26

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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