TRN FL/TRN FS
Niplu filetat, BEL / BES HANSA[/ FLEX

Caracteristici P
Racord 1 Stuturi de teava DN1 rlzi lDEI'
Forméa de etangare 1  Racord pentru inel de taiere l — Lf -
Prescurtare BEL I
Standard 1ISO 8434-1 . L1 n
Material Otel
Protectia suprafetei  acoperire galvanica
Indicatie
Va rugam alegeti montura corespunzatoare in functie de tipul furtunului.
Montajul final al inelului de taiere trebuie sa aiba loc in stuturi de premontaj calite (VOM...).
Articol
Denumire DN Dimensiune Tol Seria D2 L1 SW
(mm) (mm) (mm)
TRN 04 FL 5 3 3/16" L 6,0 49,5 10
TRN 06 FL 6 4 1/4" L 8,0 67,5 12
TRN 08 FL 8 5 5/16" L 10,0 72,0 12
TRN 10 FL 10 6 3/8" L 12,0 79,5 14
TRN 10 FL 13 10 6 3/8" L 15,0 79,5 17
TRN 13 FL 12 8 1/2" L 15,0 86,0 17
TRN 13 FL 16 12 8 1/2" L 18,0 86,0 19
TRN 20 FL 19 10 5/8" L 22,0 96,0 27
TRN 04 FS 5 3 3/16" S 8,0 51,5 10
TRN 06 FS 04 6 4 1/4" S 8,0 67,5 12
TRN 06 FS 6 4 1/4" S 10,0 69,5 12
TRN 06 FS 08 6 4 1/4" S 12,0 69,5 14
TRN 08 FS 8 5 5/16" S 12,0 72,0 14
TRN 20 FS 19 12 3/4" S 25,0 105,0 27

Elemente adifionale
VOM Stut de premontaj

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
22.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



