GMM 100 HFR

Manometru cu glicerina

HANSAVFLEX

Caracteristici
Tip constructiv

Pipe spring pressure gauge with glycerine filling

Fixare

Inel frontal cu orificii pentru fixare

Racord 1

Filete cilindrice exterioare BSP

Forma de etangare 1

cu etansare pe suprafata cu stift

HAmsAFFLEx

Racord in spate, excentric
Standard EN 837-1
Amortizare prin umplutura de glicerina

Domeniu de temperaturi

mediu pana la +60 °C
Ambianta -20 °C la +60 °C

Indicatie

Domeniu de utilizare la sarcina in repaus: 3/4 x valoarea finala pe scala.
Domeniu de utilizare la sarcina alternanta: 2/3 x valoarea finala pe scala.

Atrticol

Denumire

Marime nominala & Domeniu de masurare

Clasa de calitate

GMM 100-0.6 HFR 100 0..0,6 1,0 G1/2"-14
GMM 100-1 HFR 100 0...1 1,0 G1/2"-14
GMM 100-1.6 HFR 100 0..1,6 1,0 G1/2"-14
GMM 100-2.5 HFR 100 0..2,5 1,0 G1/2"-14
GMM 100-4 HFR 100 0..4 1,0 G1/2"-14
GMM 100-6 HFR 100 0..6 1,0 G1/2"-14
GMM 100-10 HFR 100 0...10 1,0 G1/2"-14
GMM 100-16 HFR 100 0...16 1,0 G1/2"-14
GMM 100-25 HFR 100 0..25 1,0 G1/2"-14
GMM 100-40 HFR 100 0...40 1,0 G1/2"-14
GMM 100-60 HFR 100 0...60 1,0 G1/2"-14
GMM 100-100 HFR 100 0...100 1,0 G1/2"-14
GMM 100-160 HFR 100 0...160 1,0 G1/2"-14
GMM 100-250 HFR 100 0...250 1,0 G1/2"-14
GMM 100-400 HFR 100 0...400 1,0 G1/2"-14
GMM 100-600 HFR 100 0...600 1,0 G1/2"-14
GMM 100-1000 HFR 100 0...1000 1,0 G1/2"-14

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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