HFM VK

Capacel de inchidere

HANSAVFLEX

Caracteristici

adecvat pentru Tehnica de masurare pentru cuplaje filetate

Temperatura min. -20 °C

Temperaturd max. 100 °C

Material Otel

Protectia suprafetei  acoperire galvanica

Articol

Denumire G1 presiune max. de lucru
(bar)

HFM VK 12 S12,65x1,5 630

HFM VK 16 M16x1,5 630

HFM VK M 16 x 2 630

este piesa de schimb pentru urmatoarele produse

HFM KL 12 / HFM KS 12

Racord de masura, seria S12,65 x 1,5

HFM KL 16 / HFM KS 16

Racord de masura, seria M16 x 1.5

HFM KL / HFM KS

Racord de masura, seria M16 x 2

HFM MKN Racord de masura, seria M16 x 2
HFM MKN 12 Racord de masura, seria S12,65x 1,5
HFM MKN 16 Racord de masura, seria M16 x 1.5

HFM THL 16 / HFM T HS 16

Racord de masura, seria M16 x 1.5

HFM THL 12/HFM T HS 12

Racord de masura, seria S12,65 x 1,5

HFM T HL /HFM T HS

Racord de masura, seria M16 x 2

HFM T AJ HJ Racord de masura, seria M16 x 2
HFM MK Racord de masura, seria M16 x 2
HFM MK ED Racord de masura, seria M16 x 2
HFM MK 16 Racord de masura, seria M16 x 1.5
XHFM T HL / XHFM T HS Racord de masura, seria M16 x 2
HFM MK 16 ED Racord de masura, seria M16 x 1.5
HFM MK 12 ED Racord de masura, seria S12,65 x 1,5
HFM MK 12 Racord de masura, seria S12,65 x 1,5
HFM MKRK 12 Racord de masura, seria S12,65 x 1,5
HFM MK 16 OR Racord de masura, seria M16 x 1.5
HFM MKU-16 Racord de masura, seria M16 x 1.5
HFM MKU Racord de masura, seria M16 x 2
HFM MKR ED Racord de masura, seria M16 x 2
HFM MKR 16 ED Racord de masura, seria M16 x 1.5
HFM MKR 16 Racord de masura, seria M16 x 1.5
HFM MKR Racord de masura, seria M16 x 2
HFM MKR 12 ED Racord de masura, seria S12,65 x 1,5
HFM MKR 12 Racord de masura, seria S12,65x 1,5

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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