TM MG

Manson filetat

HANSAVFLEX

Caracteristici

Racord 1 Filete cilindrice exterioare BSP

Racord 2 Racord furtun

Material Alama

Articol

Denumire Filet de conectare pentru diametru interior furtun Presiune de lucru bar
(mm)

T184 M G 1/8" -28 4 14 PN 16

T186 M G 1/8" -28 6 14 PN 16

T189 M G 1/8" -28 9 14 PN 16

T144 M G 1/4" -19 4 17 PN 16

T146 M G 1/4" -19 6 17 PN 16

T149 M G 1/4" -19 9 17 PN 16

T1413 M G 1/4" -19 13 17 PN 16

T 386 M G 3/8"-19 6 19 PN 16

T389M G 3/8"-19 9 19 PN 16

T 3813 M G 3/8"-19 13 19 PN 16

T126 M G1/2"-14 6 24 PN 16

T129 M G1/2"-14 9 24 PN 16

T1213 M G 1/2"-14 13 24 PN 16

T1219 M G 1/2"-14 19 24 PN 16

T349 M G 3/4" -14 9 27 PN 16

T3413 M G 3/4" -14 13 32 PN 16

T 3419 M G 3/4" -14 19 32 PN 16

T1019 M G1"-11 19 26 PN 16

T1025 M G1"-11 25 38 PN 16

SW = deschiderea cheii

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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