2 OK
Clom ou 2 urechi HANSAVFLEX

Caracteristici

Domeniul de utilizare  Dispozitive de fixare furtun in domeniul presiunii
joase

Material Otel

Protectia suprafetei  acoperire galvanica

Articol
Denumire Domeniu de strangere (mm) Latime banda
(mm)
2 OK 5-7 5-7 6,0
20K 7-9 7-9 6,0
2 OK 9-11 9-11 6,5
2 0K 11-13 11-13 6,5
2 OK 13-15 13-15 7,0
2 OK 14-17 14 -17 7,0
2 OK 15-18 15-18 7,5
2 OK 17-20 17-20 7,5
2 OK 18-21 18- 21 8,0
2 OK 20-23 20-23 8,0
2 OK 22-25 22-25 8,5
2 OK 23-27 23-27 8,5
2 OK 25-28 25-28 9,0
2 OK 28-31 28 - 31 9,0
2 OK 31-34 31-34 9,5
2 OK 34-37 34-37 9,5
2 OK 37-40 37-40 10,0
2 OK 40-43 40 - 43 10,0
2 OK 43-46 43 - 46 10,0

Variante produs
2 OKVC Clema cu 2 urechi, crom zincat lucios
2 OKVA  Clema cu 2 urechi, otel inoxidabil

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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