ASK
Brida de furtun HANSAVFLEX

Caracteristici
Tip constructiv Bride cu dantura melcata

Tip constructiv - element suplimentar Surub cu cap hexagona| cu fanta

Standard DIN 3017
Material Otel
Protectia suprafetei zincat
Articol
Denumire Domeniu de strangere (mm) Latime banda
(mm)
ASK 08-12 8-12 9,0
ASK 10-16 10-16 9,0
ASK 12-20 12-20 9,0
ASK 16-25 16 - 25 12,0
ASK 20-32 20-32 12,0
ASK 25-40 25-40 12,0
ASK 35-50 35-50 12,0
ASK 40-60 40 - 60 12,0
ASK 50-70 50-70 12,0
ASK 60-80 60 - 80 12,0
ASK 70-90 70-90 12,0
ASK 80-100 80 - 100 12,0
ASK 90-110 90 - 110 12,0
ASK 100-120 100 - 120 12,0
ASK 110-130 110 - 130 12,0
ASK 120-140 120 - 140 12,0
ASK 130-150 130 - 150 12,0
ASK 140-160 140 - 160 12,0
ASK 150-170 150 - 170 12,0
ASK 160-180 160 - 180 12,0
ASK 170-190 170 - 190 12,0
ASK 180-200 180 - 200 12,0
ASK 190-210 190 - 210 12,0
ASK 200-220 200 - 220 12,0
ASK 210-230 210 -230 12,0
ASK 220-240 220 - 240 12,0
ASK 230-250 230 - 250 12,0
ASK 240-260 240 - 260 12,0
ASK 250-270 250 - 270 12,0
ASK 260-280 260 - 280 12,0
ASK 270-290 270 -290 12,0
ASK 280-300 280 - 300 12,0
ASK 290-310 290 - 310 12,0
Accesorii

SCHRAUBENDR  Surubelnita flexibila

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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