ESK W2

Brida de furtun

HANSAVFLEX

Caracteristici
Tip constructiv Bride cu dantura melcata

Tip constructiv - element suplimentar Surub cu cap hexagona| cu fanta

Material Otel superior 1.4016

Indicatie
Surub din otel galvanizat si cromat galben.

Articol
Denumire Domeniu de strangere (mm) Latime banda
(mm)
ESK 08-12 W2 8-12 9,0
ESK 10-16 W2 10-16 9,0
ESK 12-20 W2 12-20 9,0
ESK 16-25 W2 16 - 25 9,0
ESK 20-32 W2 20-32 9,0
ESK 25-40 W2 25-40 9,0
ESK 32-50 W2 32-50 9,0
ESK 40-60 W2 40 - 60 9,0
ESK 50-70 W2 50-70 9,0
ESK 60-80 W2 60 - 80 9,0
ESK 70-90 W2 70-90 9,0
ESK 80-100 W2 80 -100 9,0
ESK 90-110 W2 90 - 110 9,0
ESK 100-120 W2 100 - 120 9,0
ESK 110-130 W2 110 - 130 9,0
ESK 120-140 W2 120 - 140 9,0
ESK 130-150 W2 130 - 150 9,0
ESK 12 16-25 W2 16 - 25 12,0
ESK 12 20-32 W2 20 - 32 12,0
ESK 12 25-40 W2 25-40 12,0
ESK 12 32-50 W2 32-50 12,0
ESK 12 40-60 W2 40 - 60 12,0
ESK 12 50-70 W2 50-70 12,0
ESK 12 60-80 W2 60 - 80 12,0
ESK 12 70-90 W2 70-90 12,0
ESK 12 80-100 W2 80 - 100 12,0
ESK 12 90-110 W2 90 - 110 12,0
ESK 12 100-120 W2 100 - 120 12,0
ESK 12 110-130 W2 110 - 130 12,0
Variante produs
ESK Brida de furtun, Otel superior 1.4301
Accesorii
SCHRAUBENDR  Surubelnita flexibila
In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantdm pentru datele cuprinse.
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