NRS W4 (12 mm)

Brida de sustinere

HANSAVFLEX

Caracteristici

Domeniul de utilizare

pentru fixarea tevilor, furtunurilor si
cablurilor

Tip constructiv

Brida de sustinere

Tip constructiv - element suplimentar

cu profil din cauciuc

Standard DIN 3016

Material Otel crom nichelat (1.4301)

Articol

Denumire cel mai mic @ Latime banda J alezaj
(mm) (mm) (mm)

NRS 05-12 W4 5 12,0 53

NRS 06-12 W4 6 12,0 53

NRS 07-12 W4 7 12,0 53

NRS 08-12 W4 8 12,0 53

NRS 09-12 W4 9 12,0 53

NRS 10-12 W4 10 12,0 5,3

NRS 11-12 W4 11 12,0 5,3

NRS 12-12 W4 12 12,0 5,3

NRS 13-12 W4 13 12,0 53

NRS 14-12 W4 14 12,0 53

NRS 15-12 W4 15 12,0 53

NRS 16-12 W4 16 12,0 53

NRS 17-12 W4 17 12,0 53

NRS 18-12 W4 18 12,0 5,3

NRS 19-12 W4 19 12,0 5,3

NRS 20-12 W4 20 12,0 53

NRS 21-12 W4 21 12,0 53

NRS 22-12 W4 22 12,0 53

NRS 23-12 W4 23 12,0 53

NRS 24-12 W4 24 12,0 53

NRS 25-12 W4 25 12,0 5,3

Variante produs

NRS (12 mm) Brida de sustinere, Otel

NRS (9 mm) Brida de sustinere, Otel

NRS (15 mm) Brida de sustinere, Otel

NRS W4 (15 mm) Brida de sustinere, Otel crom nichelat

NRS (20 mm) Brida de sustinere, Otel

NRS W4 (20 mm) Brida de sustinere, Otel crom nichelat

NRS (25 mm) Brida de sustinere, Otel

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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