HK DFE 6 |
Supapa electromagnetica cu 6 cai si 2 pozitii montare conducte HANSA /FLEX

Caracteristici I|E (J: FI]:J

Executie Cu operare manuala de urgenta B S Y S B A
Garnituri NBR Mﬁl,ﬂ A

Set de livrare cu bobina, fara conector 2 == . | 7 |

Presiune de lucru  max. 315 bari cu racord preaplin ulei / max. 200 bari A B

fara racord preaplin ulei

Descriere
Aceste supape cu cai (separatoare supape) servesc la alimentarea a doua circuite hidraulice, la alegere.
Bobina magnetica IP66

Indicatii referitoare comanda
Se pot livra la cerere variante pentru alte tensiuni de comanda

Articol
Denumire Tensiune de Racord A Racord ulei de Executie
comanda -F scurgere

HK DFE 052 6AW 12DC 60 12VDC 1810 G 3/8" - 76,0 80,0 550 fararacord scurgere ulei 1,9
HK DFE 052 6AW 24DC 60 12Vec.c. 1810 G 3/8" - 76,0 80,0 550 fararacord scurgere ulei 1,9
HK DFE 052 6AY 12DC 60 12VDC 1810 G 3/8" G 1/4" 76,0 80,0 550 curacord lateral scurgere ulei 1,9
HK DFE 052 6AY 24DC 60 12Vec.c. 1810 G 3/8" G 1/4" 76,0 80,0 550 curacord lateral scurgere ulei 1,9
HK DFE 100 6AW 12DC 90 12 VDC 2410 GH1/2" - 89,0 1210 620 fara racord scurgere ulei 3,7
HK DFE 100 6AW 24DC 90 12Vec.c. 2410 G1/2" - 89,0 121,0 620 fararacord scurgere ulei 3,7
HK DFE 100 6AY 12DC 90 12VDC 2410 G1/2" G 1/4" 89,0 121,0 62,0 curacord lateral scurgere ulei 3,7
HK DFE 100 6AY 24DC 90 12Vc.c. 2410 G1/2" G 1/4" 89,0 121,0 62,0 curacord lateral scurgere ulei 3,7
HK DFE 200 BAW 12DC 140 12VDC 2620 G 3/4" - 1050 107,0 750 fara racord scurgere ulei 53
HK DFE 200 6AW 24DC 140 12Vc.c. 2620 G 3/4" - 1050 107,0 750 fara racord scurgere ulei 53
HK DFE 200 6AY 12DC 140 12VDC 2620 G 3/4" G 1/4" 1050 107,0 750 curacord lateral scurgere ulei 5,3
HK DFE 200 6AY 24DC 140 12Vc.c. 2620 G 3/4" G 1/4" 1050 107,0 750 curacord lateral scurgere ulei 5,3

Qmax - debit volumetric max.

Accesorii
HK 8P DIN 43650 Conector electric pentru bobind magnetica DIN 43650 / ISO 4400

Piese de schimb
HK SP DFE  Bobina pentru supapa electromagnetica cu cai DFE

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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