DR
Raclor gheats, DR HANSAVFLEX

Caracteristici

Tip constructiv Raclor @
Viteza de alunecare max. 1,0 m/s @ b
Temperatura min. -40 °C %
Temperatura max. 120 °C
!
Medii Xi)eétjarlerpmerale Tol;ranz I;olamEce : 3 s l,:
Montaj se preseaza intr-un nut deschis t5/hs| He wujﬂ a u@ |30
Material (1) Buza metalica raclor: alama (INOX la O 9Smm:ia=2
cerere) D=85mm:a=3
(2) Buza raclor din elastomer: NBR (FPM la
cerere)
(3) Manson: otel (INOX la cerere)
(4) Distantiere: otel (INOX la cerere)
Utilizare Instalatie hidraulica
Descriere
Necesar de spatiu redus
Raclare eficienta in conditii extreme.
Adecvat pentru gheata, namol si particule deosebit de aderente
Buza metalica flotanta a raclorului permite deplasarea tijelor.
Articol
Denumire d ) L H
(mm) (mm) (mm) (mm)
DR 14 14 27 7,0 6,5
DR 16 16 29 7,0 6,5
DR 20 20 33 7,0 6,5
DR 22 22 35 7,0 6,5
DR 25 25 38 7,0 6,5
DR 28 28 41 7,0 6,5
DR 28 SS-FKM-SS 28 41 7,0 6,5
DR 30 30 43 7,5 7,0
DR 35 35 48 7,5 7,0
DR 36 36 49 7,5 7,0
DR 38 38 51 7.5 7,0
DR 40 40 53 7,5 7,0
DR 45 45 58 7,5 7,0
DR 50 50 64 8,0 7,5
DR 50-R-9975-R 50 64 8,0 7,5
DR 55 55 69 8,0 7,5
DR 60 60 74 8,0 7,5
DR 70 70 84 8,0 7.5
DR 75 75 89 8,0 7.5
DR 80 80 96 8,5 8,0
DR80 - SS-FKM-SS 80 96 8,5 8,0
DR 90 90 106 8,5 8,0
DR 150 150 170 9,0 8,5

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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