DSR UP
Raclor dublu. DSR-UP HANSAVFLEX

Caracteristici
Tip constructiv Raclor L

—— L : T I
Viteza de alunecare max. 0,5 m/s q . H
Temperatura min. -30°C : Jlf
Temperaturd max. 80 °C
Medii Uleiuri minerale Toleranz / Tolerance
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Montaj Raclorul se deformeaza in forma de rinichi si +0.20 +0.20
se apasa pe nutul de preluare h11 | H11 0‘ H10 | H11 D,

Utilizare Instalatie hidraulica
Material PUR
Descriere

elimina de asemenea uleiul scurs din spatiul de etansare
Montare simpla

Articol
Denumire
(

DSR 18-UP 26 18 4,0 24 21,5 6,0 2 8
DSR 22-UP 22 22 4,0 28 25,5 6,0 2 8
DSR 32-UP 40 32 4,0 38 35,5 6,0 2 8
DSR 35-UP 43 35 4,0 41 38,5 6,0 2 8
DSR 36-UP 44 36 4,0 42 39,5 6,0 2 8
DSR 40-UP 48 40 4,0 46 43,5 6,0 2 8
DSR 45-UP 53 45 4,0 51 48,5 6,0 2 8
DSR 50-UP 58 50 4,0 56 53,5 6,0 2 8
DSR 55-UP 63 55 4,0 61 58,5 6,0 2 8
DSR 56-UP 64 56 4,0 62 59,5 6,0 2 8
DSR 60-UP 68 60 4,0 66 63,5 6,0 2 8
DSR 63-UP 71 63 4,0 69 66,5 6,0 2 8
DSR 80-UP 88 80 4,0 86 83,5 6,0 2 8
DSR 90-UP 98 90 4,0 96 93,5 6,0 2 8
DSR 100-UP 108 100 4,0 106 103,5 6,0 2 8

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
24.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



